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For Models: 
 
 

Model Number / Description                                                                                                                                          File Name                                           

B-2116 Heavy-Duty Clothes Hook with Concealed Mounting B-2116.pdf

1

B-212 Clothes Hook and Bumper B-212.pdf

1

B-223x24 Mop and Broom Holder b-223.pdf

1

B-232x24 Hook Strip B-232.pdf

1

B-233 Clothes Hook B-233.pdf

1

B-239x34 ClassicSeries® Shelf with Mop and Broom Holders and Rag Hooks B-239.pdf

1

B-287 Folding Utility Shelf B-287.pdf

1

B-295x16 Stainless Steel Shelf B-295.pdf

1

B-295x18 Stainless Steel Shelf B-295.pdf

1

B-295x24 Stainless Steel Shelf B-295.pdf

1

B-296x18 Stainless Steel Shelf B-296.pdf

1

B-298x18 Stainless Steel Shelf B-298.pdf

1

B-298x24 Stainless Steel Shelf B-298.pdf

1

B-542 Cubicle Collection Coat Hook B-542.pdf

1

B-544 Cubicle Collection Toilet Brush Holder B-544.pdf

1

B-670 Utility Hook B-670.pdf

1

B-671 ClassicSeries® Single Robe Hook B-671.pdf

1

B-672 ClassicSeries® Double Robe Hook B-672.pdf

1

B-677 Towel Pin B-677.pdf

1

B-682 Hat and Coat Hook B-682.pdf

1

B-6827 Hat and Coat Hook B-682.pdf

1

B-7671 ClassicSeries® Single Robe Hook b-7671.pdf

1

B-7672 Double Robe Hook B-7672.pdf

1

B-983 Vandal-Resistant Clothes Hook (Secured From Front) B-983.pdf

1

B-985 Vandal-Resistant Hook Strip B-985.pdf

1
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materials:

Hook and Flange — One-piece brass casting with satin nickel-plated finish. Withstands 300-lb (136-kg) downward pull if 
properly installed. Secured to concealed wall plate with three stainless steel setscrews.

Concealed Wall Plate — 12-gauge (2.7mm) case hardened steel.

installation:

Secure wall plate to wall with two sheet-metal screws, furnished by manufacturer, at points indicated by an S. For plaster or 
dry wall construction, provide concealed backing to comply with local building codes, then secure mounting plate with screws 
furnished. For other wall surfaces, provide fiber plugs or expansion shields for use with screws furnished, or provide toggle 
bolts or expansion bolts. Secure hook to wall plate by tightening three stainless steel setscrews in flange.

specification:

Heavy-duty clothes hook with concealed mounting shall be one-piece brass casting with satin nickel-plated finish. Hook shall 
be secured to a concealed wall plate with three stainless steel setscrews. Hook shall withstand 300-lb (136-kg) downward pull 
when properly installed.

Heavy-Duty Robe Hook With Concealed Mounting shall be Model B-2116 of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment 
Limited, United Kingdom.

B-2116
heavy-duty

Clothes hook with
concealed mounting
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MATERIALS:

Hook and Base — Solid cast aluminum with matte finish.

Bumper — Hard rubber secured with drive-screw. Protects wall or partition surfaces.

INSTALLATION:

Mount unit on wall with four screws, furnished by manufacturer, at points indicated by an S. For plaster or dry wall 
construction, provide concealed backing to comply with local building codes, then secure hook with screws furnished. For 
other wall surfaces, provide fiber plugs or expansion shields for use with screws furnished, or provide 1/8" (3mm) toggle bolts 
or expansion bolts.

SPECIFICATION:

Coat hook shall be constructed of solid cast aluminum with matte finish. Unit shall be equipped with hard rubber bumper.

Coat Hook With Bumper shall be Model B-212 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; 
Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; 
Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Limited, United Kingdom.

Coat hook
with bumper B-212
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MATERIALS: 
Mounting Base — 18-8 S, type-304, 22‑gauge (0.8mm) stainless steel with satin finish.

Mop and Broom Holders — Spring-loaded rubber cams with anti-slip coating. Powder coated steel retainers.

OPERATION:
Surface-mounted holder is designed to keep mops and brooms away from wall. Spring‑loaded rubber cam holders 
accommodate handles from 7/8'' to 1‑1/4'' (20 to 30mm) diameter.

Installation:
Secure unit to wall with six #7 x 1-1/2'' (3.9 x 38mm) sheet-metal screws (not furnished) at points indicated by an S. For plaster 
or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with sheet-metal 
screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, or provide 1/8" 
(3mm) toggle bolts or expansion bolts. 

SPECIFICATION:
Mop and broom holder shall be type-304 stainless steel with satin finish. Unit shall be __________ (insert length) long with 
__________ (insert number) spring‑loaded rubber cam holders.

Stainless Steel Mop and Broom Holder shall be Model _________ (insert model number) of Bobrick Washroom 
Equipment, Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom 
Equipment Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick 
Washroom Equipment Limited, United Kingdom.

Model No. No. of
HoldersLength Dim.

Z
Dim.

Y
No. of

Mtg. Holes

	 B-223 x 24	 24'' (610mm) 	 3 	 8'' 	 (205mm)	 6 	 9-3/4'' 	 (250mm)
	 B-223 x 36	 36'' (915mm)	 4	 14'' 	 (355mm)	 6	 10-1/2'' 	 (265mm)

Standard Stock Sizes

STAINLESS STEEL
MOP and BROOM 

HOLDER
B-223
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265mm

materials:
Hooks — 18-8 S, type-304, 12-gauge (2.8mm) stainless steel with satin finish. Each hook attached to mounting strip with two 
rivets.

Mounting Strip — 18-8 S, type-304, 18-gauge (1.2mm) stainless steel with satin finish.

installation:
Mount unit on wall with screws (not furnished by manufacturer) at points indicated by an S. For plaster or dry wall 
construction, provide concealed backing to comply with local building codes, then secure unit with screws. For other wall 
surfaces, provide fiber plugs or expansion shields for use with screws or provide 1/8" (3mm) toggle bolts or expansion bolts.

specification:
Hook strip shall be type-304 stainless steel with satin finish. Hooks shall be 12 gauge (2.8mm) and mounting strip shall be 18 
gauge (1.2mm).

Stainless Steel Hook Strip shall be Model B-232 x 24 of Bobrick Washroom Equipment. Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

stainless steel 
hook strip B-232 x 24
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materials:

18-8 S, type-304, 11-gauge (3.2mm) stainless steel with satin finish. All-welded construction.

installation:

Mount hook on wall using sheet-metal screws, furnished by manufacturer, at points indicated by an S. For plaster or dry wall 
construction, provide concealed backing to comply with local building codes, then secure unit with screws furnished. For other 
wall surfaces, provide fiber plugs or expansion shields for use with screws furnished, or provide 1/8" (3mm) toggle bolts or 
expansion bolts.

specification:

Clothes hook shall be type-304, 11-gauge (3.2mm) stainless steel with satin finish and all-welded construction. 

Stainless Steel Clothes Hook shall be Model B-233 of Bobrick Washroom Equipment, Inc., Clifton Park, New 
York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

stainless steel 
clothes hook B-233
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MATERIALS:
Mounting Base and Shelf — 18-8 S, type-304, 18‑gauge (1.2mm) stainless steel with satin finish. All-welded construction. 
Shelf is 8" (205mm) deep with 3/4" (19mm) return edge on all three sides. Front edge is hemmed for safety.

Shelf Support Brackets — 18-8 S, type-304, 16‑gauge (1.6mm) stainless steel with satin finish. Welded to mounting base and 
shelf.

Mop/Broom Holders — Spring-loaded rubber cams with anti-slip coating. Plated steel retainers.

Hooks — 18-8 S, type-304, 12‑gauge (2.8mm) stainless steel with satin finish. Each hook attached to mounting strip with two 
rivets.

OPERATION:
Utility shelf with holders is designed to keep mops and brooms away from wall. Spring‑loaded rubber cam holders 
accommodate handles from 7/8'' to 1‑1/4'' (22 to 30mm) diameter. Utility shelf above handle area provides clear access to 
stored materials.

Installation:
Secure unit to wall with Phillips-head screws, furnished by manufacturer, at points indicated by an S. For plaster or dry wall 
construction, provide concealed backing to comply with local building codes, then secure unit with screws furnished. For other 
wall surfaces, provide fiber plugs or expansion shields for use with screws furnished, or provide 1/8" (3mm) toggle bolts or 
expansion bolts. 

SPECIFICATION:
Utility shelf with mop/broom holders and rag hooks shall be type-304 stainless steel with all-welded construction; exposed 
surfaces shall have satin finish. Shelf shall be 18 gauge (1.2mm), 8" (205mm) deep with 3/4" (19mm) return edges, and shall 
have front edge hemmed for safety.

Utility Shelf With Mop/Broom Holders And Rag Hooks shall be Model 239 x 34 of Bobrick Washroom Equipment, 
Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment 
Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom 
Equipment Limited, United Kingdom.

Model No.

	 B-239 x 34	 34'' 	 (865mm) 	 NA	 2	 4 	 6	 3

No. of Mop
Holders

No. of
Mtg. Holes

No. of 
Hooks

Shelf
Brackets

Dim. 
YLength

Standard Stock Sizes

utility shelf with
MOP/BROOM Holders

and rag hooks
B-239





The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet.	 Rev. 7/30/10	 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions.	 © 2010 by Bobrick Washroom Equipment, Inc.

3'' 
75mm 

S 

S 

5'' 
125mm 

3/4'' 
19mm 

Length 

Y Z 

1/8'' 
3mm 

1-11/16'' 
45mm 

3/16'' 
5mm 

Dia. Hole 

MATERIALS:

Shelf — 18-8 S, type-304, 18-gauge (1.2mm) stainless steel with satin finish. 3/4" (19mm) return edges for maximum rigidity. 
Front edge is hemmed for safe handling.

Mounting Brackets — 18-8 S, type-304, 16-gauge (1.6mm) stainless steel with satin finish. Welded to back return of shelf and 
secured inside front hem of shelf.

INSTALLATION:

Secure shelf to wall with sheet-metal screws (not furnished) at points indicated by an S. For plaster or dry wall construction, 
provide concealed backing to comply with local building codes, then secure shelf with sheet-metal screws. For other wall 
surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, or provide 1/8" (3mm) toggle bolts or 
expansion bolts.

specification:

Shelf shall be type-304, 18-gauge (1.2mm) stainless steel with satin finish. Mounting brackets, welded to shelf, shall be 16-gauge 
(1.6mm) stainless steel. Shelf shall be ____________ (insert length) long by 5" (125mm) wide with 3/4" (19mm) return edges. 
Front edge shall be hemmed for safe handling. 

Stainless Steel Shelf shall be Model  ____________ (insert model number) of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment 
Limited, United Kingdom.

Length

Custom sizes available up to maximum length of 28 feet (853cm). Shelves longer than 8 feet (244cm) are 
furnished in multiple sections. 

No. Of
Brackets

Dimension
Y

Dimension
Z

	 B-295x16	 16" (405mm)	 2	 12" (305mm)	 2" (50mm)
	 B-295x18	 18" (455mm)	 2	 12" (305mm)	 3" (75mm)
	 B-295x24	 24" (610mm)	 2	 18" (455mm)	 3" (75mm)

Model
No.

Standard Stock Sizes

STAINLESS STEEL
SHELF B-295
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materials:
Shelf — 18-8 S, type-304, 18-gauge (1.2mm) stainless steel with satin finish. 3/4" (19mm) return edges for maximum rigidity. 
Front edge is hemmed for safe handling.

Mounting Brackets — 18-8 S, type-304, 16-gauge (1.6mm) stainless steel with satin finish. Welded to back return of shelf and 
secured inside front hem of shelf.

installation:
Secure shelf to wall with sheet-metal screws (not furnished) at points indicated by an S. For plaster or dry wall construction, 
provide concealed backing to comply with local building codes, then secure shelf with sheet-metal screws. For other wall 
surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, or provide 1/8" (3mm) toggle bolts or 
expansion bolts.

specification:
Shelf shall be type-304, 18-gauge (1.2mm) stainless steel with satin finish. Mounting brackets, welded to shelf, shall be 
16-gauge (1.6mm) stainless steel. Shelf shall be _______________ (insert length) long by 8" (205mm) wide with 3/4" (19mm) 
return edges. Front edge shall be hemmed for safe handling.

Stainless Steel Shelf shall be Model  _______________ (insert model number) of Bobrick Washroom Equipment, 
Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment 
Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom 
Equipment Limited, United Kingdom.

Length

Custom sizes available up to maximum length of 28 feet (853cm). Shelves longer than 8 feet (244cm) are 
furnished in multiple sections.

No. Of
Brackets

Dimension
Y

Dimension
Z

	 B-298x18	 18" (455mm)	 2	 12" (305mm)	 3" (75mm)
	 B-298x24	 24" (610mm)	 2	 18" (455mm)	 3" (75mm)

Standard Stock Sizes

Model
No.

STAINLESS STEEL
SHELF B-298
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Technical Data 
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Hook Pin
Mounting Flange

33mm
1-5/16''

Coat Hook B-542

MATERIAL:

Post — 18-8 S, type-304, 19mm (3/4") diameter, solid stainless steel rod with satin-finish. Post and Concealed Mounting 
Threaded Flange are machined as one piece.

Hook Pin — 18-8 S, type-304, 6.4mm diameter (1/4"), solid stainless steel rod with satin-finish with thread to screw into Post.

Concealed Mounting Threaded Flange — 18-8 S, type-304, 5.6mm (7/32") thick, stainless steel plate with thread on outside 
edge for fastening cover. 46mm (1-13/16") outside diameter with two holes for attachment to wall.

Threaded Flange Cover — 18-8 S, type-304, 1.4mm (17-gauge), machined stainless steel with satin-finish. 49mm (1-15/16") 
diameter 13mm (1/2") deep. Cover fastens over mounting flange to conceal mounting screws.

INSTALLATION:

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws (not furnished). For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal 
screws (not furnished), or provide 3mm (1/8'') toggle bolts or expansion bolts.

For partitions with particle-board or other solid core, secure with sheet-metal screws (not furnished), or provide through-bolts, 
nuts, and washers. For hollow-core metal partitions, provide solid backing into which the sheet-metal screws (not furnished) 
can be secured.

SPECIFICATION:

Coat Hook shall be type-304 stainless steel with satin-finish. Coat Hook shall have 19mm (3/4") diameter Post with 6.4mm 
(1/4") diameter Hook Pin. Concealed mounting flange shall be 5.6mm (7/32") thick stainless steel plate, 46mm (1-13/16") out-
side diameter and equipped with two screw holes for attachment and thread on outside edge to fasten cover. Threaded flange 
cover shall be 1.4mm (17-gauge) stainless steel, 49mm (1-15/16") diameter and shall fasten over mounting flange to conceal 
mounting screws. Post and mounting flange are to be machined as one piece.

Coat Hook shall be Model B-542 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; Jackson, 
Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; Bobrick 
Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.
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Technical Data 
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S
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125mm
5''

Toilet Brush
Holder B-544

MATERIAL:

Toilet Brush — 18-8 S, type-304, 9.5mm (3/8") diameter, stainless steel handle with satin-finish, threaded into toilet brush 
head.

Plastic Liner — Leak-proof molded polyethylene. Supports Toilet Brush to maintain it in a vertical position. Removable for 
cleaning.

Cylinder — 18-8 S, type-304, 1.2mm (18-gauge) stainless steel with satin-finish, seamless construction.

Wall Bracket — 18-8 S, type-304, 1.5mm (16-gauge) stainless steel with satin-finish. Equipped with screws to secure cylinder.

INSTALLATION:

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws (not furnished). For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal 
screws (not furnished), or provide 3mm (1/8'') toggle bolts or expansion bolts.

For partitions with particle-board or other solid core, secure with sheet-metal screws (not furnished), or provide through-bolts, 
nuts, and washers. For hollow-core metal partitions, provide solid backing into which the sheet-metal screws (not furnished) 
can be secured.

SPECIFICATION:

Toilet Brush Holder shall be type-304 stainless steel with satin finish. Toilet Brush Holder shall have 9.5mm (3/8") diameter 
toilet brush handle threaded into toilet brush. Unit shall be equipped with a removable, leak proof plastic liner to hold toilet 
brush in vertical position. Cylinder shall be 1.2mm (18-gauge), seamless construction. Cylinder shall be secured to the wall 
with screws secured into wall plate.

Toilet Brush Holder shall be Model B-544 of Bobrick Washroom Equipment, Inc., Clifton Park, New York;
Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario;
Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.
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MATERIALS:

18-8 S, type-304 stainless steel with satin �nish. Faceplate is 14-gauge (2mm). Hook snaps down for safety if excessively loaded.

INSTALLATION:

Secure unit to wall at all points indicated by an S. Unit has countersunk screw holes and is furnished with four 1/4�20 x 1‰’’
(6 x 40mm), tamper-resistant, �at-head, hex-socket, stainless steel machine screws and a security hex key for installation. 
Expansion shields are not furnished by manufacturer. 

SPECIFICATION:

Clothes hook shall be type-304 stainless steel with satin �nish. Faceplate shall be 14-gauge (2mm). Hook shall snap down for 
safety if excessively loaded. Unit shall be furnished with tamper‑resistant mounting screws. Manufacturer’s service and parts 
manual shall be provided to the building owner/manager upon request.

Clothes Hook shall be Model B-983 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; Jackson, Ten-
nessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough Ontario; Bobrick Washroom 
Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

VanDal-resistant
clotHes HooK
(secUreD from front)

B-983
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MATERIALS:

18-8 S, type-304 stainless steel with satin �nish. Faceplate is 14-gauge (2mm). Hooks snap down for safety if excessively loaded.

INSTALLATION:

Secure unit to wall at all points indicated by an S. Unit has countersunk screw holes and is furnished with six 1/4�20 x 1‰ ’’ 
(6 x 38mm), tamper-resistant, �at-head, hex-socket, stainless steel machine screws and a security hex key for installation. 
Expansion shields are not furnished by manufacturer. 

SPECIFICATION:

Clothes hook strip shall be type-304 stainless steel with satin �nish. Faceplate shall be 14-gauge (2mm) and equipped with 
four hooks shall snap down for safety if excessively loaded. Unit shall be furnished with tamper-resistant mounting screws. 
Manufacturer’s service and parts manual shall be provided to the building owner/manager upon request.

Clothes Hook Strip shall be Model B-985 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; Jackson, 
Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough Ontario; Bobrick Washroom 
Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

VanDal-resistant
CLOTHES HOOK STRIP

(SECURED FROM FRONT)
B-985


