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materials:

Bracket — Heavy-duty cast aluminum with satin finish.

Spindle — Molded and extruded ABS. Equipped with retractable pin and concealed locking mechanism.

operation:

Controlled delivery. Spindle revolves 3/4 revolution on each dispensing operation. Counterbalanced spindle automatically 
returns to original position. Eliminates waste. Accommodates paper towel rolls up to 6" (152mm) in diameter. Spindle can only 
be removed with special key furnished with unit. Vandal-resistant.

installation:

Mount unit on wall with sheet-metal screws (not furnished) at points indicated by an S. For plaster or dry wall construction, 
provide concealed backing to comply with local building codes, then secure unit with four #8 x 1‑1/2" (4 x 38mm) sheet-metal 
screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws or provide 	1/8" 
(3mm) toggle bolts or expansion bolts.

specification:

Surface-mounted roll-paper-towel dispenser shall be heavy-duty cast aluminum with satin finish. Spindle shall be molded and 
extruded ABS and shall be equipped with a retractable pin and concealed locking mechanism. Unit shall accommodate rolls 
up to 6" (152mm) in diameter and shall have controlled delivery operation. Manufacturer’s service and parts manual shall be 
provided to the building owner/manager upon request.

Surface-Mounted Roll-Paper-Towel Dispenser shall be Model B-253 of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment 
Limited, United Kingdom. 

surface-mounted
roll-paper-towel 

dispenser
B-253
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MATERIALS:

Cabinet — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin finish. 
Towel tray has hemmed opening to dispense paper towels without tearing.

Door — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Secured to cabinet with a full-length stainless steel 
piano-hinge. Equipped with a tumbler lock keyed like other Bobrick washroom accessories.

Optional: Order Bobrick Part No. 262-130 TowelMate™ available as on optional accessory. TowelMate accessory allows for pa-
per towels to dispense one at a time without bulging, sagging or falling through the towel tray opening. TowelMate fits Gamco 
and most manufacturers' similar models.

OPERATION:

Unit dispenses C-fold and multifold paper towels 3-1/8" to 3-13/16" (79–97mm) deep. Slots in sides of cabinet indicate refill 
time. Capacity: 400 C-fold or 525 multifold paper towels. To dispense narrower towels 2-1/2" to 3-1/8" (64–79mm) deep, order 
optional TowelMate accessory Bobrick Part No. 262-130.

INSTALLATION:

Mount unit on wall with four #10 x 1-1/4" (4.8 x 32mm) sheet-metal screws (not furnished) at four of the eight mounting holes 
indicated by an S (top slots and bottom holes preferable). For plaster or dry wall construction, provide concealed backing 
to comply with local building codes, then secure with sheet-metal screws. For other wall surfaces, provide fiber plugs or 
expansion shields for use with sheet-metal screws, or provide 1/8" (3mm) toggle bolts or expansion bolts.

SPECIFICATION:

Surface-mounted paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces shall 
have satin finish. Door shall be secured to cabinet with a full-length stainless steel piano-hinge and equipped with a tumbler 
lock keyed like other Bobrick washroom accessories. Paper towel tray shall have hemmed opening to dispense paper towels 
without tearing. Unit shall be capable of dispensing 400 C-fold or 525 multifold paper towels measuring 3-1/8" to 3-13/16" (79 
to 97mm) deep. Narrower paper towels 2-1/2" to 3-1/8" (65 to 79mm) deep may be efficiently dispensed with the use of an 
optional TowelMate accessory, Bobrick Part No. 262-130. TowelMate accessory allows for paper towels to dispense one at a 
time without bulging, sagging or falling through the towel tray opening.

Surface-Mounted Paper Towel Dispenser shall be Model B-262 of Bobrick Washroom Equipment, Inc., Clifton
Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company,
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment
Limited, United Kingdom.

ClassicSeries®

SURFACE-MOUnTED
PAPER TOWEL DISPENSER

B-262
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MATERIALS:
Cabinet — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. All-welded construction. Exposed surfaces have 
satin finish. Towel tray has hemmed opening to dispense paper towels without tearing.

Door — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Secured to cabinet with a full-length stainless steel 
piano-hinge. Equipped with a knob latch.

Optional: Order Bobrick Part No. 262-130 TowelMate™ available as on optional accessory. TowelMate accessory allows for pa-
per towels to dispense one at a time without bulging, sagging or falling through the towel tray opening. TowelMate fits Gamco 
and most manufacturers' similar models.

OPERATION:
Unit dispenses C-fold and multifold paper towels 3-1/8" to 3-13/16" (79–97mm) deep. Slots in sides of cabinet indicate refill 
time. Capacity: 400 C-fold or 525 multifold paper towels. To dispense narrower towels 2-1/2" to 3-1/8" (64–79mm) deep, order 
optional TowelMate accessory Bobrick Part No. 262-130.

INSTALLATION:
Mount unit on wall with four #10 x 1-1/4" (4.8 x 32mm) sheet-metal screws (not furnished) at four of the eight mounting holes 
indicated by an S (top slots and bottom holes preferable). For plaster or dry wall construction, provide concealed backing 
to comply with local building codes, then secure with sheet-metal screws. For other wall surfaces, provide fiber plugs or 
expansion shields for use with sheet-metal screws, or provide 1/8" (3mm) toggle bolts or expansion bolts.

SPECIFICATION:
Surface-mounted paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces shall 
have satin finish. Door shall be secured to cabinet with a full-length stainless steel piano-hinge and equipped with a knob latch. 
Paper towel tray shall have hemmed opening to dispense paper towels without tearing. Unit shall be capable of dispensing 400 
C-fold or 525 multifold paper towels measuring 3-1/8" to 3-13/16" (79 to 97mm) deep. Narrower paper towels 2-1/2" to 3-1/8" 
(65 to 79mm) deep may be efficiently dispensed with the use of an optional TowelMate accessory, Bobrick Part No. 262-130. 
TowelMate accessory allows for paper towels to dispense one at a time without bulging, sagging or falling through the towel 
tray opening.

Surface-Mounted Paper Towel Dispenser shall be Model B-2620 of Bobrick Washroom Equipment, Inc., Clifton
Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company,
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment
Limited, United Kingdom.

ClassicSeries®

SURFACE-MOUnTED
PAPER TOWEL DISPENSER
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MATERIALS:

Cabinet — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces
have satin finish. Towel tray has hemmed opening to dispense paper towels without tearing.

Door — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Secured to cabinet with a full-length stainless
steel piano-hinge. Equipped with a knob latch.

Optional: Order Bobrick Part No. 262-130 TowelMate™ available as on optional accessory. TowelMate accessory allows for 
paper towels to dispense one at a time without bulging, sagging or falling through the towel tray opening. TowelMate fits 
Gamco and most manufacturers' similar models.

OPERATION:

Unit dispenses C-fold and multifold paper towels 3-1/8" to 3-13/16" (79–97mm) deep. Slots in sides of cabinet indicate refill 
time. Capacity: 200 C-fold or 275 multifold paper towels. To dispense narrower towels 2-1/2" to 3-1/8" (64–79mm) deep, order 
optional TowelMate accessory Bobrick Part No. 262-130.

INSTALLATION:

Mount unit on wall with four #10 x 1-1/4" (4.8 x 32mm) sheet-metal screws (not furnished) at points indicated by an S. For 
plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with sheet-
metal screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, or provide 1/8" 
(3mm) toggle bolts or expansion bolts.

SPECIFICATION:
Surface-mounted paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces shall
have satin finish. Door shall be secured to cabinet with a full-length stainless steel piano-hinge and equipped with a knob latch.
Paper towel tray shall have hemmed opening to dispense paper towels without tearing. Unit shall be capable of dispensing 200 
C-fold or 275 multifold paper towel measuring 3-1/8" to 3-13/16" (79 to 97mm) deep. Narrower paper towels 2-1/2" to 3-1/8" 
(65 to 79mm) deep may be efficiently dispensed with the use of an optional TowelMate accessory, Bobrick Part No. 262-130. 
TowelMate accessory allows for paper towels to dispense one at a time without bulging, sagging or falling through the towel 
tray opening.

Surface-Mounted Paper Towel Dispenser shall be Model B-2621 of Bobrick Washroom Equipment, Inc.,
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company,
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment
Limited, United Kingdom.

SURFACE-MOUnTED
PAPER TOWEL

DISPENSER
B-2621
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MATERIALS:
Cabinet — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. All-welded construction. Exposed surfaces have 
satin finish. Towel tray has hemmed opening to dispense paper towels without tearing.

Door — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Secured to cabinet with a full-length stainless
steel piano-hinge. Equipped with a tumbler lock keyed like other Bobrick washroom accessories.

Optional: Order Bobrick Part No. 262-130 TowelMate™ available as on optional accessory. TowelMate accessory allows for pa-
per towels to dispense one at a time without bulging, sagging or falling through the towel tray opening. TowelMate fits Gamco 
and most manufacturers' similar models.

OPERATION:
Unit dispenses C-fold and multifold paper towels 3-1/8" to 3-13/16" (79–97mm) deep. Slots in sides of cabinet indicate refill 
time. Capacity: 200 C-fold or 275 multifold paper towels. To dispense narrower towels 2-1/2" to 3-1/8" (64–79mm) deep, order 
optional TowelMate accessory Bobrick Part No. 262-130.

INSTALLATION:
Mount unit on wall with four #10 x 1-1/4" (4.8 x 32mm) sheet-metal screws (not furnished) at points indicated by an S. For
plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with
sheet-metal screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, or 
provide 1/8" (3mm) toggle bolts or expansion bolts.

SPECIFICATION:
Surface-mounted paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces shall
have satin finish. Door shall be secured to cabinet with a full-length stainless steel piano-hinge and equipped with a tumbler
lock keyed like other Bobrick washroom accessories. Paper towel tray shall have hemmed opening to dispense paper towels
without tearing. Unit shall be capable of dispensing 200 C-fold or 275 multifold paper towel measuring 3-1/8" to 3-13/16" (79 
to 97mm) deep. Narrower paper towels 2-1/2" to 3-1/8" (65 to 79mm) deep may be efficiently dispensed with the use of an 
optional TowelMate accessory, Bobrick Part No. 262-130. TowelMate accessory allows for paper towels to dispense one at a 
time without bulging, sagging or falling through the towel tray opening.

Surface-Mounted Paper Towel Dispenser shall be Model B-26212 of Bobrick Washroom Equipment, Inc.,
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company,
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment
Limited, United Kingdom.
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materials:

Cabinet — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Welded construction. Equipped with a tumbler 
lock keyed like other Bobrick washroom accessories.

Door — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Secured to cabinet with a full-length stainless steel 
piano‑hinge.

operation:

Dispenses singlefold paper towels. Slot in sides of cabinet indicate refill time. Capacity: 400 singlefold paper towels.

installation:

Mount unit on wall with #8 x 1-1/4" (4.2 x 32mm) sheet-metal screws, (not furnished) at points indicated by an S. For plaster 
or dry wall construction, provide concealed backing to comply with local building codes and secure with sheet-metal screws. 
For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws or provide 1/8" (3mm) toggle 
bolts or expansion bolts.

specification:

Surface-mounted paper towel dispenser shall be type-304 stainless steel with satin finish. Door shall be secured to cabinet with 
a full-length stainless steel piano-hinge. Cabinet shall be equipped with a tumbler lock keyed like other Bobrick washroom 
accessories. Unit shall accommodate 400 singlefold paper towels. Manufacturer’s service and parts manual shall be provided to 
the building owner/manager upon request.

Surface-Mounted Paper Towel Dispenser shall be Model B-263 of Bobrick Washroom Equipment, Inc., Clifton 
Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company,  
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment 
Limited, United Kingdom. 

surface-mounted
paper towel
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SURFACE-MOUNTED
ROLL TOWEL DISPENSER

MATERIALS:

Cabinet  —  18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin finish. Equipped with a 
tumbler lock keyed like other Bobrick washroom accessories.

Door  —  18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Secured to cabinet with a full-length stainless steel piano-hinge.

Roll Towel Mechanism —  Durable, high-impact resin materials. Accepts standard-core rolls up to 8" (205mm) wide, 8" (205mm) diameter. 
Dispenses one 12" (305mm) length of towel per pull. Accommodates up to 3-1/2" (90mm) diameter stub roll with automatic transfer to full roll.

OPERATION:

Touch-Free pull towel dispensing mechanism dispenses one 12" (305mm) length of towel per pull and operates smoothly and quietly. User 
only touches the paper.  Exterior paper towel feed wheel available for use when filling dispenser and for user to advance paper should it 
become necessary to feed paper through dispenser. Automatic transfer dispenses stub roll before new roll is dispensed.  When stub roll is 
depleted, advancement of paper towel feed wheel allows the main roll to start dispensing without the need to open the dispenser. Dispenser 
accommodates up to 8" (205mm) wide, 8" (205mm) diameter, non-perforated paper towel rolls and pull force to operate 1.8 pounds (8.0 N) to 
comply with barrier-free accessibility guidelines (including ADAAG in U.S.A.).

INSTALLATION:

Mount unit on wall with four #8 x 1-1/4" (4.2 x 32mm) sheet-metal screws (not furnished) at points indicated by an S.  Optional mounting 
screw locations available, at installer’s discretion. For plaster or dry wall construction, provide concealed backing to comply with local building 
codes, then secure unit with sheet-metal screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal 
screws, or provide 1/8" (3mm) toggle bolts or expansion bolts.

SPECIFICATION:

Surface-mounted roll-paper-towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces shall have satin 
finish. Door shall be secured to cabinet with a full-length stainless steel piano-hinge. Unit shall be equipped with a tumbler lock keyed like 
other Bobrick washroom accessories. Towel mechanism accommodates up to 8" (205mm) wide, 8" (205mm) diameter, non-perforated 
paper towel rolls. Touch-Free pull towel mechanism dispenses one 12" (305mm) length of towel paper per pull. User only touches the paper. 
Automatic transfer shall dispense stub roll up to 3-1/2" (90mm) diameter before new roll is dispensed. Equipped with paper towel feed 
wheel for use in filling the dispenser, for user to advance paper should it become necessary to feed paper through dispenser. Paper towels 
are dispensed with pull force to operate 1.8 pounds (8.0 N) to comply with barrier-free accessibility guidelines (including ADAAG in U.S.A.). 
Manufacturer's service and parts manual shall be provided to the building owner/manager upon request.

Surface-Mounted Roll-Paper-Towel Dispenser shall be Model B-2860 of Bobrick Washroom Equipment, Inc., Clifton Park, New 
York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; Bobrick 
Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

Patented

B-2860
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SURFACE-MOUNTED
Automatic, Universal ROLL 

Paper TOWEL DISPENSER

MATERIALS:
Cabinet  —  18-8 S, type-304, heavy-gauge stainless steel. All-welded construction. Exposed surfaces have satin finish. Equipped with a tumbler lock 
keyed like other Bobrick washroom accessories.
Door  —  18-8 S, type-304, 20-gauge (0.9mm) stainless steel with satin finish. Drawn, one-piece, seamless construction. Secured to cabinet with a full-
length stainless steel piano-hinge.
Automatic Roll Towel Dispenser — Durable, high-impact resin materials. Accepts universal standard-core, non-perforated rolls 8" (205mm) wide, 
8" (205mm) diameter. 800 ft (244 m) long. Dispenses one towel per dispense and can be set to dispense paper towels at three different lengths. 
Accommodates up to 3-1/2" (90mm) diameter stub roll with automatic transfer to full roll
OPERATION:
Electronic sensor automatically dispenses towel when hands are placed under the towel opening. Dispenses universal, 1-1/2" to 2" (38 to 
51mm) diameter core, up to 8" (205mm) diameter, 8" (205mm) wide, non-perforated, non-proprietary paper towel rolls. Towel length can be 
set to 9" (230mm), 12" (305mm), 15" (380mm).  Optional “Paper Saver” feature allows a shorter second sheet to dispense immediately after the 
first sheet.  The “Paper Saver” feature has two second sheet length options: 25% shorter sheet length or 12.5% shorter sheet length. Dispense 
delay can be set to 1, 2 or 3 seconds. There is no delay when “Paper Saver” option is selected. LED light on dispenser blinks when battery 
needs to be changed. The battery pack holds 4 “D” sized alkaline batteries (not furnished). Dispenser includes a 3-1/2" (90mm) diameter stub 
roll feature. When the stub roll is depleted, main roll automatically starts dispensing without the need to open the dispenser.

POWER REQUIREMENTS:
Dispenser is powered by 4, “D” size alkaline batteries (not furnished) or a 6-volt DC power supply. Power supply is an optional accessory: 
order Bobrick Part No. 3974-57.

INSTALLATION:
Mount unit on wall with four #8 x 1-1/4" (4.2 x 32mm) sheet-metal screws (not furnished) at points indicated by an S. Optional mounting screw 
locations available, at installer’s discretion. For plaster or dry wall construction, provide concealed backing to comply with local building codes, 
then secure unit with sheet-metal screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, or 
provide 1/8" (3mm) toggle bolts or expansion bolts.
Open battery cover at the front of the dispenser and install 4, “D” size alkaline batteries. Select sheet length, delay and“Paper Saver” mode 
using the switches to the right of the batteries. Load paper towel using the instructions on the dispenser.

Electrical supply for use with 6-volt DC power supply must be installed per applicable building codes.

SPECIFICATION:
Surface-mounted automatic universal roll paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces 
shall have satin finish. Door shall be secured to cabinet with a full-length stainless steel piano-hinge and equipped with a concealed tumbler 
lock keyed like other Bobrick washroom accessories. No-touch dispenser, dispenses universal, 1-1/2" to 2" (38 to 51mm) diameter core, up 
to 8" (205mm) diameter, 8" (205mm) wide, non-perforated, non-proprietary paper towel rolls. 800 ft (244 m) long. Dispenser automatically 
dispenses towel when hands are placed under the towel opening. Dispenser can be powered by 4 “D” size alkaline batteries or an optional 
6-volt DC power supply.  Equipped with switches that allow paper length to be set at 9" (230mm), 12" (305mm) or 15" (380mm), delay that 
can be set at 1, 2 or 3 seconds, and “Paper Saver” feature that provides a shorter second sheet with options of 25% shorter and 12.5% shorter. 
Blinking LED indicates if batteries need to be replaced. Automatic transfer shall dispense stub roll up to 3-1/2" (90mm) diameter before new 
roll is dispensed.

Surface-Mounted Automatic Universal Roll Paper Towel Dispenser shall be Model B-2974 of Bobrick Washroom Equipment, 
Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

Patented

B-2974
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3-7/16"
85mm

S

S

13-3/8"
340mm

20-1/4"
515mm

15-3/16"
385mm

1"
Dia.

25mm
Inlet for Optional Power Supply Cord
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Shell

Semi-Recessed
Automatic, Universal ROLL 

Paper TOWEL DISPENSER
B-29744

MATERIALS:
Cabinet — 18-8 S, type-304, heavy-gauge stainless steel. All-welded construction. Exposed surfaces have satin finish. Equipped with a tumbler 
lock keyed like other Bobrick washroom accessories. 

Door — 18-8 S, type-304, 20-gauge (0.9mm) stainless steel with satin finish. Drawn, one-piece, seamless construction. Secured to cabinet with 
a full-length stainless steel piano-hinge. 

Flange — 18-8 S, type-304, 22-gauge (0.8mm)stainless steel with satin finish. Drawn, one-piece, seamless construction.

Shell — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All welded construction. Exposed surfaces have satin-finish.

Automatic Roll Towel Dispenser — Durable, high-impact resin materials. Accepts universal standard-core, non-perforated rolls 8" (205mm) 
wide, 8" (205mm) diameter. 800 ft (244 m) long. Dispenses one towel per dispense and can be set to dispense paper towels at three different 
lengths. Accommodates up to 3-1/2" (90mm) diameter stub roll with automatic transfer to full roll.

OPERATION:
Electronic sensor automatically dispenses towel when hands are placed under the towel opening. Dispenses universal, 1-1/2" to 2" (38 to 
51mm) diameter cores, up to 8" (205mm) diameter, 8" (205mm) wide, non-perforated, non-proprietary rolls. Towel length can be set to 9" 
(230mm), 12" (305mm), 15" (380mm). Optional “Paper Saver” feature allows a shorter second sheet to dispense immediately after the first 
sheet. The “Paper Saver” feature has two second sheet length options: 25% shorter sheet length or 12.5% shorter sheet length. Dispense delay 
can be set to 1, 2 or 3 seconds. There is no delay when “Paper Saver” option is selected. LED light on dispenser blinks when battery needs to 
be changed. The battery pack power source, holds 4 “D” sized alkaline batteries (not furnished). Dispenser includes a 3-1/2" (90mm) diameter 
stub roll feature. When the stub roll is depleted, main roll automatically starts dispensing without the need to open the dispenser.

Patented

Rough Wall Opening
16'' (405mm) wide

18-7/8'' (480mm) high
4'' (102mm) minimum

recessed depth
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POWER REQUIREMENTS:

Dispenser is powered by 4, “D” size alkaline batteries (not furnished) or a 6-volt DC power supply. Power supply is an optional accessory: order 
Bobrick Part No. 3974-57.

INSTALLATION: 
Provide framed rough wall opening 16” wide x 18 7/8” high (405 x 480mm). Minimum recessed depth required to finish face of wall is 4" 
(102mm). Allow clearance for construction features that may protrude into rough wall opening from opposite wall. Coordinate with mechanical 
engineer to avoid pipes, vents and conduits. If unit projects above top of wainscot, provide channel or other filler to eliminate gap between 
flange and finish face of wall. Mount the Shell in wall opening with shims between framing and the shell at four points indicated by an S, then 
secure the Shell with four #8 x 1-1/4" (4.2 x 32mm) flat-head sheet-metal screws provided. Care should be taken to ensure that the heads of the 
mounting screws do not protrude. For plaster or dry wall construction, provide concealed backing to comply with local building codes, then 
secure the Shell with sheet-metal screws. For other wall surfaces, provide fiber plugs or expansion shields for use with flat-head sheet-metal 
screws, or provide 1/8" (3mm) toggle bolts or expansion bolts. Unlock and open the door of the dispenser cabinet. Carefully slide the dispenser 
cabinet into the shell while supporting it from underneath with one hand. Attach dispenser cabinet to shell using the pre-drilled pilot holes in 
the shell and four #8 x 1/2" (4.2 x 13mm) sheet metal screws (provided).

Open battery cover at the front of the dispenser and install 4, “D” size alkaline batteries. Select sheet length, delay and “Paper Saver” mode 
using the switches to the right of the batteries. Load paper towel using the instructions on the dispenser.

Electrical supply for use with 6-volt DC power supply must be installed per applicable building codes.

SPECIFICATION:
Semi-recessed mounted automatic universal roll paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed 
surfaces shall have satin finish. Door shall be secured to cabinet with a full-length stainless steel piano-hinge and equipped with a concealed 
tumbler lock keyed like other Bobrick washroom accessories. No-touch dispenser, dispenses universal, 1-1/2" to 2" (38 to 51mm) diameter 
cores, up to 8" (205mm) diameter, 8" (205mm) wide, non-perforated, non-proprietary rolls. 800 ft (244 m) long. Dispenser automatically 
dispenses towel when hands are placed under the towel opening. Dispenser can be powered by 4 “D” size alkaline batteries or an optional 6-volt 
DC power supply. Equipped with switches that allow paper length to be set at 9" (230mm), 12" (305mm) or 15" (380mm), delay that can be set 
at 1, 2 or 3 seconds, and “Paper Saver” feature that provides a shorter second sheet with options of 25% shorter and 12.5% shorter. Blinking LED 
indicates if batteries need to be replaced. Automatic transfer shall dispense stub roll up to 3-1/2" (90mm) diameter before new roll is dispensed.

Semi-Recessed Automatic Universal Roll Paper Towel Dispenser shall be Model B-29744 of Bobrick Washroom Equipment, 
Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.
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MATERIALS:
Cabinet — 18-8 S, type-304, heavy-gauge stainless steel. All-welded construction.

Paper Towel Tray — 18-8 S, type-304, heavy-gauge stainless steel with satin finish. Equipped with two self-closing piano-
hinged panels. Capacity: 600 C-fold or 800 multifold paper towels.

OPERATION:
Paper towel dispenser will dispense C-fold or multifold paper towels without adjustment or the use of adapters. Only the paper 
towel tray is visible when properly installed. Unit is loaded from bottom by pushing towels up through self-closing panels of 
paper towel tray.

Designer's Notes: Model B-318 is designed for installation in wall prior to installation of surface-mounted framed or unframed 
mirror (not furnished as part of Model B-318). Bobrick B-290 Series stainless steel angle-frame mirrors are suggested for 
installation in combination with Model B-318. For standard installations, it is recommended that the unit be located between two 
lavatories. Installation in a non-mirror side wall is recommended where access is needed by physically disabled persons.

INSTALLATION:
Provide framed rough wall opening 12'' (305mm) wide; height should be at least 24-1/4" (615mm), allowing 6" (152mm) 
minimum recess space below unit for access to towels. Minimum recessed depth required is 4-1/2" (114mm) plus thickness of 
wall finish. Allow clearance for construction features that may protrude into rough wall opening from opposite wall. Coordinate 
with mechanical engineer to avoid pipes, vents, and conduits. Mount unit in wall opening with shims between framing and 
mounting tabs at four points indicated by an S, then secure unit to framing with #8 x 1¼'' (4.2 x 32mm ) sheet-metal screws (not 
furnished).

SPECIFICATION:
Recessed paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces shall have 
satin finish. Paper towel tray shall be equipped with two self-closing piano-hinged panels. Unit shall dispense 600 C-fold or 800 
multifold paper towels without adjustment or use of adapters. Manufacturer's service and parts manual shall be provided to the 
building owner/manager upon request.

Recessed Paper Towel Dispenser shall be Model B-318 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

RECESSED
PAPER TOWEL

DISPENSER
(with Towel Cabinet Concealed in Wall)

B-318

Rough Wall Opening
12" (305mm) wide

18-1/4" (465mm) high to accept cabinet height plus
6" (152mm) minimum clearance below cabinet
4-1/2" (114mm) minimum recessed depth plus

thickness of wall finish
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Rough Wall Opening
11-1/4" (285mm) wide
15-5/8" (395mm) high

4" (102mm) minimum
recessed depth

materials:
Cabinet — 18-8 S, type-304, heavy-gauge stainless steel. All-welded construction. Exposed surfaces have satin finish.

Flange — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Drawn, one-piece, seamless construction.

Door — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Double-pan-back construction is warp-resistant. 
Secured to cabinet with a welded, full-length stainless steel piano-hinge. Equipped with a stainless steel cable door-swing limiter 
and tumbler lock keyed like other Bobrick washroom accessories.

Paper Towel Dispenser — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. Dispenses C-fold or multifold paper towels. 
Capacity: 350 C-fold or 475 multifold paper towels.

Shelf — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish.

Operation:
Paper towel dispenser will dispense C-fold or multifold paper towels without adjustment or use of adapters.

Installation:
Provide framed rough wall opening 11-1/4" wide x 15-5/8" high (285 x 395mm). Minimum recessed depth required to finish face 
of wall is 4" (102mm). Allow clearance for construction features that may protrude into rough wall opening from opposite wall. 
Coordinate with mechanical engineer to avoid pipes, vents, and conduits in wall. Mount unit in wall opening with shims between 
framing and cabinet at all points indicated by an S, then secure unit with #8 x 1-1/4" (M4.2 x 32mm) sheet-metal screws (not 
furnished by manufacturer).

specification:
Recessed paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces have satin 
finish. Flange shall be drawn, one-piece, seamless construction. Door shall be secured to cabinet with a welded, full-length, 
stainless steel piano-hinge and equipped with a stainless steel cable door-swing limiter and tumbler lock keyed like other 
Bobrick washroom accessories. Shelf shall be stainless steel with satin finish. Paper towel dispenser shall dispense 350 C‑fold 
or 475 multifold paper towels without additional adapters or trays. Manufacturer’s service and parts manual shall be provided to 
the building owner/manager upon request.

Recessed Paper Towel Dispenser shall be Model B-359 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

Recessed paper 
towel dispenser B-359
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Finish Face of Wall
1-7/8''
50mm9/16''

14mm S

3-5/8''
95mm

Door

Paper Towel
Dispenser

RECESSED PAPer 
TOWeL DISPENSER

MATeriALs:
Cabinet � 18-8 S, type-304, heavy-gauge stainless steel. All-welded construction. Exposed surfaces have satin �nish.

Door � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel. 9/16" (14mm) 90° return edges for maximum rigidity. Secured to 
cabinet with a concealed, full-length stainless steel piano-hinge. Equipped with a stainless steel cable door-swing limiter and 
friction catch.

Paper Towel Dispenser � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. Capacity: 300 C-fold or 400 multifold paper 
towels.

OPerATiOn:
Paper towel dispenser accommodates C-fold and multifold paper towels without adjustment or use of adapters. Door-swing 
limiter prevent damage to washroom accessories and walls.

insTALLATiOn:
Provide framed rough wall opening 11-1/2" wide x 17-1/4" high (290 x 440mm). Minimum recessed depth required from 
�nish face of wall is 3-3/4" (95mm). Allow clearance for construction features that may protrude into rough wall opening 
from opposite wall. Coordinate with mechanical engineer to avoid pipes, vents, and conduits in wall. Mount cabinet with 
shims between framing and cabinet at all points indicated by an S, then secure unit with sheet-metal screws furnished by 
manufacturer.

sPeciFicATiOn:
Recessed paper towel dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces shall have  satin 
�nish. Door shall be 18 gauge (1.2mm); have 9/16" (14mm) 90° return edges; be secured to cabinet with a concealed, full-
length stainless steel piano-hinge; and equipped with a stainless steel cable door-swing limiter and friction catch. Paper towel 
dispenser shall be able to dispense 300 C-fold or 400 multifold paper towels without adjustment or adapters. Manufacturer’s 
service and parts manual shall be provided to the building owner/manager upon request.

Recessed Paper Towel Dispenser shall be Model B-35903 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

Rough Wall Opening
11-1/2" (290mm) wide
17-1/4" (440mm) high

3-3/4" (95mm) minimum
recessed depth

B-35903
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MATERIALS:
Flange � 18-8 S, type-304, 22-gauge (0.8mm) satin �nish stainless steel. 1/4" (6mm) 90° return for maximum rigidity.

Paper Towel Dispenser � 18-8 S, type-304, 22-gauge (0.8mm) satin �nish stainless steel. All-welded construction. Equipped 
with two hinged towel retainers and a spring-loaded towel tray. Capacity: 300 C-fold or multifold paper towels.

OPERATION:
Paper towel dispenser accommodates C-fold and multifold paper towels without adjustment or adapters. Patented push-through 
design allows loading from the top by pushing towels downward into dispenser through the two hinged towel retainers.
Designer's Notes: Housing below countertop to conceal paper towel dispenser is not included with unit � must be furnished 
by others. Paper towel dispenser may be mounted in vertical surfaces of countertop also, including aprons, skirts, or front of 
cabinets.

INSTALLATION:
Unit is designed for installation in countertop. Mount unit through a cutout specially ordered from countertop manufacturer or 
�eld cut. Dimensions of cutout are to be 12-1/4" wide x 4-1/2" high (310 x 115mm). Adjustable mounting tabs accommodate 
mounting thicknesses from 3/4" to 1-1/2" (19 to 38mm). For complete installation instructions, see Form No. 526-69, packed 
with each shipment; also available in advance on request.
NOTE: 17" (430mm) minimum clearance below mounting surface is required to allow for full extension of fully loaded towel 
tray.

SPECIFICATION:
Paper towel dispenser for mounting in countertops shall be type-304 stainless steel with all-welded construction; exposed 
surfaces shall have satin �nish. Flange shall have 1/4" (6mm) 90° return. Paper towel dispenser shall be equipped with two 
hinged towel retainers and spring-loaded towel tray; capacity shall be 300 C-fold or multifold paper towels. Manufacturer’s 
service and parts manual shall be provided to the building owner/manager upon request.
Countertop-Mounted Paper Towel Dispenser shall be Model B-526 of Bobrick Washroom Equipment, Inc., Clifton 
Park, New York; Jackson, Tennessee; and Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment 
Limited, United Kingdom.

Rough Countertop Cutout
12-1/4" (310mm) wide
4-1/2" (115mm) high

3/4" to 1-1/2" (19 to 38mm) mounting thickness
17" (430mm) minimum clearance below mounting surface

TrimLineSeries™
COUNTERTOP PAPER 
TOWEL DISPENSER

B-526
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MATERIALS:
Mounting Plate and Towel Tray � Durable, high-impact grey ABS with high-gloss �nish on exposed surfaces. Two-piece 
construction. Rounded towel tray has radius opening to dispense towels without tearing. Mounting plate is equipped with a 
concealed locking device to secure door; keyed like other Bobrick washroom accessories.

Door � Durable, high-impact grey ABS with high-gloss �nish on exposed surfaces. Front of door has same degree of arc 
as other Bobrick MatrixSeries washroom accessories. Radius on corners, edges and top complement other MatrixSeries 
accessories. Secured to towel tray with keyed posts.

OPERATIoN:
Unit dispenses C-fold or multifold paper towels 3-1/8" to 3-13/16" (79�97mm) deep without adjustment or use of adapters. Slot 
in sides of cabinet indicate re�ll time. Capacity: 400 C-fold or 525 multifold paper towels. To dispense narrower towels 		
2-1/2" to 3-1/8" (64�79mm) deep, order Internal Towel Tray Adapter Kit, Bobrick Part No. 5262-25. After unlocking with key 
provided, door swings down for loading paper towels into unit. Retro�t Tumbler Lock Kit is available as an optional accessory: 
order Bobrick Part No. 5288-10.

INSTALLATIoN:
Mount unit on wall with four sheet-metal screws (not furnished) at points indicated by an S. For plaster or dry wall 
construction, provide concealed backing to comply with local building codes, then secure unit with sheet-metal screws. For 
other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws, or provide 1/8" (3mm) toggle 
bolts or expansion bolts.

SPECIFICATIoN:
Surface-mounted paper towel dispenser shall be durable, high-impact grey ABS with high-gloss �nish on exposed surfaces. 
Front of door shall have same degree of arc as other Bobrick MatrixSeries� accessories in the washroom. Radius on corners, 
edges and top of door shall complement other Bobrick MatrixSeries� washroom accessories. Door shall be secured to 
towel tray with keyed posts and to mounting plate with a concealed locking device keyed like other Bobrick washroom 
accessories. Unit shall be capable of dispensing 400 C-fold or 525 multifold paper towels without adjustment or use of adapters. 
Manufacturer�s service and parts manual shall be provided to the building owner/manager upon request.

Surface-Mounted Paper Towel Dispenser shall be Model B-5262 of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment 
Limited, United Kingdom.

B-5262
MatrixSeries™

SURFACE-MoUNTED
PAPER ToWEL DISPENSER

Patented
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Technical Data 

MATERIALS:
Back and Door � Durable, high-impact, two-tone grey ABS with high-gloss �nish on exposed surfaces. Front of door has 
similar degree of arc as other Bobrick MatrixSeries washroom accessories. Radius on corners, edges and top complement 
other MatrixSeries accessories. Door secured to back with concealed screws. Door equipped with a tumbler lock keyed like 
other Bobrick washroom accessories.

Roll-Paper-Towel Mechanism � Durable, high-impact ABS. Accepts one standard-core roll 7" to 8" (180 to 205mm) wide, 
8" (205mm) diameter. Push-in towel dispensing mechanism is adjustable to dispense 2" or 4" (50 or 100mm) pre-set length of 
paper towel per stroke. Accommodates one 4" (100mm) diameter stub roll with automatic transfer to full roll.

OPERATIoN:
Building operator controls rate of towel use by selecting length of towel to be fed per stroke of push-in lever. Automatic roll 
transfer system uses up stub roll before new roll starts to dispense; eliminates towel outage and reduces maintenance time. 
Push-in lever is operable with one hand, without tight grasping, pinching, or twisting of the wrist, and with less than 5 pounds 
of force (22.2 N) to comply with barrier-free accessibility guidelines ( including ADAAG in U.S.A.).

INSTALLATIoN:
Mount unit on wall with �ve sheet-metal screws (not furnished) at points indicated by an S. For plaster or dry wall 
construction, provide concealed backing to comply with local building codes, then secure unit with sheet-metal screws. For 
other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws, or provide 1/8" (3mm) toggle 
bolts or expansion bolts. 

SPECIFICATIoN:
Surface-mounted roll-paper-towel dispenser shall be durable, high-impact, two-tone grey ABS with high-gloss �nish on exposed 
surfaces. Front of door shall have similar degree of arc as other Bobrick MatrixSeries accessories in the washroom. Radius on 
corners, edges and top of door shall complement other Bobrick MatrixSeries washroom accessories. Door shall be secured 
to back with concealed screws. Door shall be equipped with a tumbler lock keyed like other Bobrick washroom accessories. 
Towel mechanism shall be adjustable to dispense pre-set lengths of paper towels from standard-core rolls. Automatic roll 
transfer shall dispense towels from stub roll before new roll starts dispensing. Push-in lever shall be operable with one hand 
and with less than 5 pounds of force (22.2 N) to comply with barrier-free accessibility guidelines (including ADAAG in U.S.A.). 
Manufacturer’s service and parts manual shall be provided to the building owner/manager upon request.

Surface-Mounted Roll-Paper-Towel Dispenser shall be Model B-52860 of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment 
Limited, United Kingdom.

MatrixSeries™
SURFACE-MoUNTED
 RoLL PAPER ToWEL

DISPENSER

Patent Pending

B-52860
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SURFACE MOUNTED
ROLL-PAPER-TOWEL

DISPENSER

MATERIALS:
Door and Housing �  Durable, high-impact resin materials.  Door is translucent dark grey with high-gloss �nish on exposed surfaces and is 
secured to light grey Housing with stainless steel hinge pins at bottom and keyed lock at top.  Door may be opened with removable or perma-
nent keys provided.  Additional �permanent� snap-in key supplied for use in non-vandal-prone installations.

Roll-Paper-Towel Mechanism �  Durable, high-impact resin materials.  Accepts standard-core rolls up to 8" (205mm) wide, 8" (205mm) 
diameter. Dispenses one 12" (305mm) length of towel per pull.  Accommodates up to 3-1/2" (90mm) diameter stub roll with automatic transfer 
to full roll.

OPERATION:
Touch-Free pull towel dispensing mechanism dispenses one 12" (300mm) length of towel per pull and operates smoothly and quietly.  User 
only touches the paper.  Exterior paper towel feed wheel available for use when �lling dispenser and for user to advance paper should it 
become necessary to feed paper through dispenser.  Automatic transfer dispenses stub roll before new roll is dispensed.  When stub roll is 
depleted, advancement of paper towel feed wheel allows the main roll to start dispensing without the need to open the dispenser.  Dispenser 
accommodates up to 8" (205mm) wide, 8" (205mm) diameter, non-perforated paper towel rolls and dispenses with less than 5 pounds of force 
(22.2 N) to comply with barrier-free accessibility guidelines (including ADAAG in U.S.A.).

INSTALLATION:
Mount unit on wall with four sheet-metal screws, furnished by manufacturer, at points indicated by an S.  Optional mounting screw loca-
tions available, at installer�s discretion.  Mounting template available on exterior of carton end.  For plaster or drywall construction, provide 
concealed backing to comply with local building codes, then secure unit with sheet-metal screws.  For other wall surfaces, use wall anchors, 
furnished by manufacturer, for use with sheet metal screws, or provide 1/8" (3mm) toggle bolts or expansion shields (not furnished) for use 
with machine screws.

SPECIFICATION:
Surface-mounted roll-paper-towel dispenser shall have durable, high-impact, dark translucent grey resin door with high-gloss �nish on exposed 
surfaces and durable, high-impact, light grey resin housing with matte �nish.  Door shall be secured to housing with two stainless steel hinge 
pins and keyed lock. Door shall have lock which is opened with removable or permanent key.  Towel mechanism accommodates up to 8" 
(205mm) wide,  8" (205mm) diameter, non-perforated paper towel rolls.  Touch-Free pull towel mechanism dispenses one 12" (305mm) length 
of towel per pull.  User only touches the paper.  Automatic transfer shall dispense stub roll up to 3-1/2" (90mm) diameter before new roll is 
dispensed.  Equipped with paper towel feed wheel for use in �lling the dispenser, for user to advance paper should it become necessary to feed 
paper through dispenser.  Paper towels are dispensed with pull force of less than 5 pounds (22.2 N) to comply with barrier-free accessibility 
guidelines (including ADAAG in U.S.A.).

Surface-Mounted Roll-Paper-Towel Dispenser shall be Model B-72860 of Bobrick Washroom Equipment, Inc., Clifton Park, New 
York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; Bobrick 
Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

Patented

B-72860
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