
 
 

Technical Data Sheets 
 

For Models: 
 
 

Model Number / Description                                                                                                                                          File Name                                           

B-155 ClassicSeries® Surface-Mounted LiquidMate® Soap Dispenser B-155.pdf
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B-156 ClassicSeries® Surface-Mounted LiquidMate® Soap Dispenser B-156.pdf
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B-2014 Surface-Mounted SoaperShelf® Combination Unit B-2014.pdf
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B-2111 ClassicSeries® Surface-Mounted Soap Dispenser B-2111.pdf
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B-2112 ClassicSeries® Surface-Mounted Soap Dispenser B-2112.pdf
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B-26607 TrimLine™ Surface-Mounted Cartridge Soap Dispenser 500ml B-26607.pdf

1

B-26617 TrimLine™ Surface-Mounted Cartridge Soap Dispenser 1000ml B-26617.pdf

1

B-26627 TrimLine™ Surface-Mounted Cartridge Foam Soap Dispenser 500ml B-26627.pdf

1

B-26637 TrimLine™ Surface-Mounted Cartridge Foam Soap Dispenser 1000ml B-26637.pdf
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B-306 TrimLineSeries™ Recessed Soap Dispenser B-306.pdf
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B-40 ClassicSeries® Surface-Mounted Soap Dispenser B-40.pdf
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B-4063 ConturaSerie™ Recessed Soap Dispenser B-4063.pdf
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B-4112 ConturaSeries™ Surface-Mounted Soap Dispenser B-4112.pdf

1

B-42 ClassicSeries® Surface-Mounted Soap Dispenser B-42.pdf

1

B-5050 MatrixSeries™  Surface-Mounted Soap Dispenser B-5050.pdf

1

B-60 Surface-Mounted Soap Dispenser with Extra-Large Capacity B-60.pdf

1

B-81212 Pink Lotion Soap, 12 liter B-830.pdf

1

B-81312 Premium Gold Soap, 12 liter B-830.pdf

1

B-822 Lavatory-Mounted Soap Dispenser B-822.pdf

1

B-8221 Lavatory-Mounted Soap Dispenser B-8221.pdf

1

B-82216 Lavatory-Mounted Soap Dispenser B-82216.pdf

1

B-8226 Lavatory-Mounted Soap Dispenser B-8226.pdf

1

B-826 Automatic Lavatory-Mounted Soap Dispenser B-826.pdf

1

B-826.18 Starter Kit B-826.pdf

1

B-8263 Automatic Lavatory-Mounted Foam Soap Dispenser B-8263.pdf

1



The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet.	 Revised 4/06	 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions.	 © 2006 by Bobrick Washroom Equipment, Inc.

Technical Data 

BOBRICK

S

S

3''
75mm

7-5/8''
195mm

1-1/4''
30mm

Minimum Clearance Required

2-3/4''
70mm

4-1/8''
105mm

4''
100mm

3''
75mm

Container

Bracket

Collar

Liquid Valve

R
ec

om
m

en
de

d 
M

ou
nt

in
g 

H
ei

gh
t O

ff
 F

lo
or

Fo
r 

U
ni

ve
rs

al
 / 

B
ar

ri
er

-F
re

e 
D

es
ig

n

50
-1

/2
'' 

  1
28

5m
m

MATERIALS:

Bracket and Collar � Bright polished chrome-plated ABS. 

Container � Translucent, shatter-resistant polyethylene. Capacity: 24-� oz (0.7-L).

Valve � Grey ABS with stainless steel spring. Corrosion-resistant.

OPERATION:

Push valve up to dispense measured amount of thin, free-�owing commercially marketed all-purpose hand soaps. Valve operates 
with one hand, without tight grasping, pinching, or twisting of the wrist, and with less than 5 pounds of force (22.2 N) to comply with 
barrier-free accessibility guidelines (including ADAAG in U.S.A.). Only after the collar is unscrewed at base of unit can the valve be 
removed from the container for �lling. Translucent container provides visible soap level.

INSTALLATION:

Secure dispenser to the wall with four sheet-metal screws, furnished by manufacturer, at points indicated by an S. Unit can also be 
secured to mirror or glass surface with adhesive mounting kit, available as an optional accessory: order Bobrick Part No. 190-40. For 
plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure with sheet-metal screws 
furnished. For other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws furnished, or provide 1/8" 
(3mm) toggle bolts or expansion bolts.

Note: Provide 1-1/4" (32mm) minimum clearance from cap to underside of any horizontal projection. Valve should be located 44" 
(1120mm) maximum above the �nish �oor.

SPECIFICATION:

Soap dispenser shall have bright polished chrome-plated ABS bracket and collar. Corrosion-resistant valve shall dispense thin, free-
�owing commercially marketed all-purpose hand soaps. Valve shall be operable with one hand and with less than 5 pounds of force 
(22.2 N) to comply with barrier-free accessibility guidelines (including ADAAG in U.S.A.). Container shall be translucent, shatter-
resistant polyethylene with a capacity of 24-�-oz (0.7-L). Manufacturer’s service and parts manual shall be provided to the building 
owner/manager upon request.

Liquid Soap Dispenser shall be Model B-155 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; Jackson, 
Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; Bobrick Washroom 
Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

B-155
LiquidMate®

LiQUiD SOAP 
DISPENSER

Patented
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MATERIALS:
Bracket and Collar � Beige ABS.
Container � Translucent, shatter-resistant polyethylene. Capacity: 24-� oz (1.0-L).
Valve � Beige ABS with stainless steel spring. Corrosion-resistant.

OPERATION:
Push valve up to dispense measured amount of thin, free-�owing commercially marketed all-purpose hand soaps. Valve operates 
with one hand, without tight grasping, pinching, or twisting of the wrist, and with less than 5 pounds of force (22.2 N) to comply with 
barrier-free accessibility guidelines (including ADAAG in U.S.A.). Only after the collar is unscrewed at base of unit can the valve be 
removed from the container for �lling. Translucent container provides visible soap level.

INSTALLATION:

Mount dispenser on wall with four sheet-metal screws, furnished by manufacturer, at points indicated by an S. Unit can also be 
secured to mirror or glass surface with adhesive mounting kit, available as an optional accessory: order Bobrick Part No. 190-
40. For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws furnished. For other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws 
furnished, or provide 1/8" (3mm) toggle bolts or expansion bolts.

Note: Provide 1-1/4" (32mm) minimum clearance from cap to underside of any horizontal projection. Valve should be located 44" 
(1120mm) maximum above the �nish �oor.

SPECIFICATION:

Soap dispenser shall have beige ABS bracket and collar. Corrosion-resistant valve shall dispense thin, free-�owing 
commercially marketed all-purpose hand soaps. Valve shall be operable with one hand and with less than 5 pounds of force 
(22.2 N) to comply with barrier-free accessibility guidelines (including ADAAG in U.S.A.). Container shall be translucent, 
shatter-resistant polyethylene with a capacity of 24-� oz (1.0-L). Manufacturer’s service and parts manual shall be provided to 
the building owner/manager upon request. 

Liquid Soap Dispenser shall be Model B-156 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; Jackson, 
Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; Bobrick Washroom 
Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

B-156
LiquidMate®

LiQUiD SOAP 
DISPENSER

Patented
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MATERIALS:

Shelf � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel with satin �nish.

Soap Vessel � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel with satin �nish. Equipped with a clear acrylic soap re�ll-
indicator window. Capacity: 80-� oz (2.4-L).

Valve � Black, molded plastic push button and spout. Soap head-holding mushroom valve. Stainless steel spring. U‑packing 
seal and duckbill. Corrosion-resistant to most soaps and detergents.

OPERATION:

Corrosion-resistant valve dispenses commercially marketed all-purpose hand soaps.  Valve operates with one hand, without 
tight grasping, pinching, or twisting of the wrist, and with less than 5 pounds of force (22.2 N) to comply with barrier-free 
accessibility guidelines (including ADAAG in the U.S.A.). Window indicates when re�lling is required.

INSTALLATION:

Secure unit to the wall using two #8 x 1-1/4" (4.2 x 32mm) sheet-metal screws furnished, at points indicated by an S. For 
plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure wall plate with 
sheet-metal screws. For other wall construction, provide �ber plugs or expansion shields for use with sheet-metal screws, or 
provide 1/8" (3mm) toggle bolts or expansion bolts.

Note: Provide a minimum clearance of 5‑1/4" (135mm) from top of shelf to underside of any horizontal projection. Push 
buttons should be located 44" (1120mm) maximum above the �nish �oor.

SPECIFICATION:

Soap vessel and shelf shall be type-304 stainless steel with satin �nish. Corrosion-resistant valve shall dispense commercially 
marketed all-purpose hand soaps. Valve shall be operable with one hand and with less than 5 pounds of force (22.2 N) to 
comply with barrier-free accessibility guidelines (including ADAAG in the U.S.A.). Soap vessel shall be equipped with a clear 
acrylic soap re�ll-indicator window and shall have a capacity of 80-� oz (2.4-L). Manufacturer’s service and parts manual shall 
be provided to the building owner/manager upon request.

Soap Dispenser And Shelf shall be Model B-2014 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; 
Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough Ontario; 
Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

Patented

SoaperShelf®

SOAP DISPENSER
AND SHELF

B-2014
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MATERIALS:
Container � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin-�nish. Body is drawn, one-piece, seamless 
construction. Back plate has mounting bracket attached. Furnished with concealed wall plate. Equipped with an unbreakable, 
clear acrylic re�ll-indicator window and a locked, hinged stainless steel lid for top �lling. Capacity: 40-� oz (1.2-L).
Valve � Black molded plastic push button and spout. Soap head-holding mushroom valve. Stainless steel spring. U-packing 
seal and duckbill.

OPERATION:
Corrosion-resistant valve dispenses commercially marketed all-purpose hand soaps. To prevent corrosion, use only chloride-
free pH-neutral liquid soap. Valve is operable with one hand, without tight grasping, pinching, or twisting of the wrist, and 
with less than 5 pounds of force (22.2 N) to comply with barrier-free accessibility guidelines (including ADAAG in the U.S.A.). 
Window indicates when re�ll is required. The locked, hinged lid opens for top �lling only with special key provided. Concealed, 
vandal-resistant mounting.

INSTALLATION:
Secure wall plate to the wall with three sheet-metal screws, furnished by manufacturer, at points indicated by an S. Slide 
mounting bracket of container down onto wall plate and secure unit with furnished locking-screw. For plaster or dry wall 
construction, provide concealed backing to comply with local building codes and secure with sheet-metal screws furnished. For 
other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws furnished, or provide 1/8" (3mm) 
toggle bolts or expansion bolts.

Note: Surface-mount the dispenser plumb and true with valve 6’’ (150mm) to right or left of lavatory center. Provide 4’’ 
(100mm) minimum clearance from the lid to the underside of any horizontal projection. Push buttons should be located 44" 
(1120mm) maximum above the �nish �oor.

SPECIFICATION:
Surface-mounted soap dispenser shall be type-304 stainless steel with satin-�nish. Corrosion-resistant valve shall dispense 
commercially marketed all-purpose hand soaps. To prevent corrosion, use only chloride-free pH-neutral liquid soap. Valve shall 
be operable with one hand and with less than 5 pounds of force (22.2 N) to comply with barrier-free accessibility guidelines 
(including ADAAG in the U.S.A.). Container shall be equipped with an unbreakable, clear acrylic re�ll-indicator window; a 
locked, hinged stainless steel lid for top �lling; and shall have a capacity of 40-� oz (1.2-L). Unit shall have concealed, vandal-
resistant mounting. Manufacturer’s service and parts manual shall be provided to the building owner/manager upon request.

Surface-Mounted Soap Dispenser shall be Model B-2111 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

ClassicSeries™
SURFACE-MOUNTED

SOAP DISPENSER
B-2111

Patented



The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet.	 Revised 12/08	 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions.	 © 2008 by Bobrick Washroom Equipment, Inc.

Technical Data 

8-1/8''
205mm

S SS

S

S

4-3/4''
120mm

Finish Face of Wall
Filler-Top

Window

Push Button
& Spout

Concealed
Wall Plate

2-3/4''
70mm

3-1/2''
90mm

R
ec

om
m

en
de

d 
M

ou
nt

in
g 

H
ei

gh
t O

ff
 F

lo
or

Fo
r 

U
ni

ve
rs

al
 / 

B
ar

ri
er

-F
re

e 
D

es
ig

n

47
-1

/2
'' 

  1
20

5m
m

MATERIALS:
Container � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin-�nish. Body is drawn, one-piece, seamless 
construction. Back plate has mounting bracket attached. Furnished with concealed wall plate. Equipped with an unbreakable, 
clear acrylic soap re�ll-indicator window and a locked, hinged stainless steel lid for top �lling. Capacity: 40-� oz (1.2-L).
Valve � Black molded plastic push button and spout. Soap head-holding mushroom valve. Stainless steel spring. U-packing 
seal and duckbill. Corrosion-resistant to most soaps and detergents. CAUTION: Valve does not dispense antibacterial soaps.

OPERATION:
Corrosion-resistant valve dispenses commercially marketed all-purpose hand soaps. To prevent corrosion, use only chloride-
free pH-netural liquid soaps. Valve is operable with one hand, without tight grasping, pinching, or twisting of the wrist, and with 
less than 5 pounds of force (22.2 N) to comply with barrier-free accessibility guidelines (including ADAAG in U.S.A.). Window 
indicates when re�ll is required. The locked, hinged lid opens for top �lling only with special key provided. Concealed, vandal-
resistant mounting.

INSTALLATION:
Secure wall plate to the wall with three sheet-metal screws, furnished by manufacturer, at points indicated by an S. Slide 
mounting bracket of container down onto wall plate and secure unit with furnished locking-screw. For plaster or dry wall 
construction, provide concealed backing to comply with local building codes and secure with sheet-metal screws furnished. 
For other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws furnished, or provide 1/8" 
(3mm) toggle bolts or expansion bolts.
Note: Surface-mount the dispenser plumb and true with valve 6’’ (150mm) to right or left of lavatory center. Provide 4’’ 
(100mm) minimum clearance from the lid to the underside of any horizontal projection. Push buttons should be located 44" 
(1120mm) maximum above the �nish �oor.

SPECIFICATION:
Surface-mounted soap dispenser shall be type-304 stainless steel with satin-�nish. Corrosion-resistant valve shall dispense com-
mercially marketed all-purpose hand soaps. To prevent corrosion, use only chloride-free pH-netural liquid soaps. Valve shall 
be operable with one hand and with less than 5 pounds of force (22.2 N) to comply with barrier-free accessibility guidelines 
(including ADAAG in U.S.A.). Container shall be equipped with a clear acrylic  soap re�ll-indicator window; a locked, hinged 
stainless steel lid for top �lling; and shall have a capacity of 40-� oz (1.2-L). Unit shall have concealed, vandal-resistant mount-
ing. Manufacturer�s service and parts manual shall be provided to the building owner/manager upon request.

Surface-Mounted Soap Dispenser shall be Model B-2112 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

ClassicSeries™
SURFACE-MOUNTED

SOAP DISPENSER
B-2112

Patented
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Plastic
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& Key

SURFACE-MOUNTED
SOAP CARTRIDGE 
DIsPENsER 500mL

MATERIAL:
Welded, 0.8mm (22 gauge) 1.4301, Typ CrNi 18/10, AISI 304 stainless steel housing with satin �nish; stainless 
steel operating lever; metal lock and key; soap level indicator; interchangeable plastic containers with plastic 
pumps; variety of plastic containers available including containers with pumps for soap or foam.

OPERATION:
The cover is lockable with a Bobrick System lock. To re�ll the dispenser, open the cover by lifting and pulling forward. The soap level 
indicator shows how much product is remaining in the dispenser. The plastic container can be removed and re-installed for quick and 
easy re�lling. The plastic container can be used for soap cartridges (up to 500 ml), as well as bulk re�lling of up to 500 ml of soap. To 
install a soap cartridge in the dispenser, open the cartridge and place it upside down inside the plastic container. Alternatively, soap 
can be poured directly into the plastic container. The dispenser has been designed for quick and easy re�lling process.

INSTALLATION:
After opening the dispenser cover, remove the plastic container, gently lifting it upwards while pressing the locking latch. Mount the 
dispenser to the wall by using the enclosed screws and wall plugs. Make sure the wall surface is in good condition to ensure proper 
mating of the dispenser to the wall. Use silicone or glue pads if necessary.

Note:
1. The dispenser should be installed near or directly above the sink to allow wet hands to drip into the sink.
2. Be sure to leave enough space above the dispenser to open the cover, remembering to leave suf�cient room to exchange containers.
3. Recommended installation height: 100 � 110 cm (measured from �oor to the bottom of the dispenser).

TECHNICAL SPECIFICATIONS:
Model B-26607 from Bobrick Washroom Equipment, Dispenser made of 0.8 mm thick, (22 gauge) 1.4301, Type CrNi 18/10, AISI 304 
stainless steel with a brushed, satin �nish; plastic container for soap cartridges (up to 500 ml), as well as for bulk re�ll of soap (up to 
500 ml); lockable with a Bobrick System lock; soap level indicator.

CARE INSTRUCTIONS:
Clean regularly with warm water and/or stainless steel cleaner.
Do not use acid (chloride) cleaners or scouring agents.
The suction valve can be cleansed by pumping hot water through it.
Do not dismantle the dispenser.
Use only original spare parts.

Soap Cartridge Dispenser shall be Model B-26607 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; 
Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; Bobrick 
Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

B-26607
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Plastic
ContainerLock

& Key

SURFACE-MOUNTED
SOAP CARTRIDGE 

DIsPENsER 1000mL

MATERIAL:
Welded, 0.8mm (22 gauge) 1.4301, Typ CrNi 18/10, AISI 304 stainless steel housing with satin �nish; stainless steel 
operating lever; metal lock and key; soap level indicator; interchangeable plastic containers with plastic pumps; 
variety of plastic containers available including containers with pumps for soap or foam.

OPERATION:
The cover is lockable with a Bobrick System lock. To re�ll the dispenser, open the cover by lifting and pulling forward. The soap level 
indicator shows how much product is remaining in the dispenser. The plastic container can be removed and re-installed for quick and 
easy re�lling. The plastic container can be used for soap cartridges (up to 1000 ml), as well as bulk re�lling of up to 1000 ml of soap. 
To install a soap cartridge in the dispenser, open the cartridge and place it upside down inside the plastic container. Alternatively, soap 
can be poured directly into the plastic container. The dispenser has been designed for quick and easy re�lling process.

INSTALLATION:
After opening the dispenser cover, remove the plastic container, gently lifting it upwards while pressing the locking latch. Mount the 
dispenser to the wall by using the enclosed screws and wall plugs. Make sure the wall surface is in good condition to ensure proper 
mating of the dispenser to the wall. Use silicone or glue pads if necessary.

Note:
1. The dispenser should be installed near or directly above the sink to allow wet hands to drip into the sink.
2. Be sure to leave enough space above the dispenser to open the cover, remembering to leave suf�cient room to exchange containers.
3. Recommended installation height: 100 � 110 cm (39" - 43") (measured from �oor to the bottom of the dispenser).

TECHNICAL SPECIFICATIONS:
Model B-26617 from Bobrick Washroom Equipment, Dispenser made of 0.8 mm thick, (22 gauge) 1.4301, Type CrNi 18/10, AISI 304 
stainless steel with a brushed, satin �nish; plastic container for soap cartridges (up to 1000 ml), as well as for bulk re�ll of soap (up to 
1000 ml); lockable with a Bobrick System lock; soap level indicator.

CARE INSTRUCTIONS:
Clean regularly with warm water and/or stainless steel cleaner.
Do not use acid (chloride) cleaners or scouring agents.
The suction valve can be cleansed by pumping hot water through it.
Do not dismantle the dispenser.
Use only original spare parts.

Soap Cartridge Dispenser shall be Model B-26617 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; 
Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; Bobrick 
Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

B-26617
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& Key

SURFACE-MOUNTED
FOAm SOAP CARTRIDGE 

DIsPENsER 500mL

MATERIAL:
Welded, 0.8mm (22 gauge) 1.4301, Typ CrNi 18/10, AISI 304 stainless steel housing with satin �nish; stainless 
steel operating lever; metal lock and key; soap level indicator; interchangeable plastic containers with plastic 
pumps; variety of plastic containers available including containers with pumps for soap or foam.

OPERATION:
The cover is lockable with a Bobrick System lock. To re�ll the dispenser, open the cover by lifting and pulling forward. The soap level 
indicator shows how much product is remaining in the dispenser. The plastic container can be removed and re-installed for quick and 
easy re�lling. The plastic container can be used for foam soap cartridges (up to 500 ml), as well as bulk re�lling of up to 500 ml of foam 
soap. To install a soap cartridge in the dispenser, open the cartridge and place it upside down inside the plastic container. Alternatively, 
soap can be poured directly into the plastic container. The dispenser has been designed for quick and easy re�lling process.

INSTALLATION:
After opening the dispenser cover, remove the plastic container, gently lifting it upwards while pressing the locking latch. Mount the 
dispenser to the wall by using the enclosed screws and wall plugs. Make sure the wall surface is in good condition to ensure proper 
mating of the dispenser to the wall. Use silicone or glue pads if necessary.

Note:
1. The dispenser should be installed near or directly above the sink to allow wet hands to drip into the sink.
2. Be sure to leave enough space above the dispenser to open the cover, remembering to leave suf�cient room to exchange containers.
3. Recommended installation height: 100 � 110 cm (measured from �oor to the bottom of the dispenser).

TECHNICAL SPECIFICATIONS:
Model B-26627 from Bobrick Washroom Equipment, Dispenser made of 0.8 mm thick, (22 gauge) 1.4301, Type CrNi 18/10, AISI 304 
stainless steel with a brushed, satin �nish; plastic container for soap cartridges (up to 500 ml), as well as for bulk re�ll of soap (up to 
500 ml); lockable with a Bobrick System lock; soap level indicator.

CARE INSTRUCTIONS:
Clean regularly with warm water and/or stainless steel cleaner.
Do not use acid (chloride) cleaners or scouring agents.
The suction valve can be cleansed by pumping hot water through it.
Do not dismantle the dispenser.
Use only original spare parts.

Foam Soap Cartridge Dispenser shall be Model B-26627 of Bobrick Washroom Equipment, Inc., Clifton Park, New 
York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; 
Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

B-26627
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Plastic
ContainerLock

& Key

SURFACE-MOUNTED
FOAm SOAP CARTRIDGE 

DIsPENsER 1000mL

MATERIAL:
Welded, 0.8mm (22 gauge) 1.4301, Typ CrNi 18/10, AISI 304 stainless steel housing with satin �nish; stainless steel 
operating lever; metal lock and key; soap level indicator; interchangeable plastic containers with plastic pumps; 
variety of plastic containers available including containers with pumps for soap or foam.

OPERATION:
The cover is lockable with a Bobrick System lock. To re�ll the dispenser, open the cover by lifting and pulling forward. The soap level 
indicator shows how much product is remaining in the dispenser. The plastic container can be removed and re-installed for quick 
and easy re�lling. The plastic container can be used for foam soap cartridges (up to 1000 ml), as well as bulk re�lling of up to 1000 
ml of foam soap. To install a soap cartridge in the dispenser, open the cartridge and place it upside down inside the plastic container. 
Alternatively, soap can be poured directly into the plastic container. The dispenser has been designed for quick and easy re�lling 
process.

INSTALLATION:
After opening the dispenser cover, remove the plastic container, gently lifting it upwards while pressing the locking latch. Mount the 
dispenser to the wall by using the enclosed screws and wall plugs. Make sure the wall surface is in good condition to ensure proper 
mating of the dispenser to the wall. Use silicone or glue pads if necessary.

Note:
1. The dispenser should be installed near or directly above the sink to allow wet hands to drip into the sink.
2. Be sure to leave enough space above the dispenser to open the cover, remembering to leave suf�cient room to exchange containers.
3. Recommended installation height: 100 � 110 cm (39" - 43") (measured from �oor to the bottom of the dispenser).

TECHNICAL SPECIFICATIONS:
Model B-26637 from Bobrick Washroom Equipment, Dispenser made of 0.8 mm thick, (22 gauge) 1.4301, Type CrNi 18/10, AISI 304 
stainless steel with a brushed, satin �nish; plastic container for soap cartridges (up to 1000 ml), as well as for bulk re�ll of soap (up to 
1000 ml); lockable with a Bobrick System lock; soap level indicator.

CARE INSTRUCTIONS:
Clean regularly with warm water and/or stainless steel cleaner.
Do not use acid (chloride) cleaners or scouring agents.
The suction valve can be cleansed by pumping hot water through it.
Do not dismantle the dispenser.
Use only original spare parts

Foam Soap Cartridge Dispenser shall be Model B-26637 of Bobrick Washroom Equipment, Inc., Clifton Park, New 
York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; 
Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

B-26637
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MATERIALS:
Recessed Mounting Box � 18-8 S, type-304 stainless steel. All-welded construction. Completely enclosed.
Door � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel with satin �nish. 1/4" (6mm) 90° return edges for maximum rigidity. 
Secured to mounting box with a concealed stainless steel piano-hinge. Equipped with a polycarbonate re�ll-indicator window 
and a tumbler lock keyed like other Bobrick washroom accessories. 
Soap Vessel � Molded plastic. Large opening equipped with plastic cover. Capacity: 45-� oz (1.3-L).
Soap Valve � Valve mechanism with O-ring seals. Stainless steel inner spring and spout. Chrome-plated brass housing.

OPERATION:
Corrosion-resistant valve dispenses commercially marketed all-purpose hand soaps. Valve operates with one hand, without 
tight grasping, pinching, or twisting of the wrist, and with less than 5 pounds of force (22.2 N) to comply with barrier-free 
accessibility guidelines (including ADAAG in U.S.A.). Window indicates when re�lling is required. Door secured to mounting 
box unlocks with key provided and swings open 90° for �lling without removing from wall.

INSTALLATION:
Provide framed rough wall opening 8-3/8" wide by 4-3/8" high (210 x 110mm). Minimum recessed depth required from 
�nish face of wall is 3-7/8" (98mm). Allow clearance for construction features that may protrude into rough wall opening from 
opposite wall. Coordinate with mechanical engineer to avoid pipes, vents, and conduits. Mount cabinet with shims between 
framing and cabinet at all points indicated by an S, then secure unit with screws furnished by manufacturer. 
Note: Place unit as close to top of deck of lavatory as plumbing vent code will permit and with bottom of door high enough to 
clear �xture trim.

SPECIFICATION:
Recessed soap dispenser, including mounting box shall be type-304 stainless steel with all-welded construction; exposed 
surfaces shall have satin �nish. Valve shall be operable with one hand and with less than 5 pounds of force (22.2 N) to comply 
with barrier-free accessibility guidelines (including ADAAG in U.S.A.). Door shall have molded plastic soap container with 
plastic cap attached to back, equipped with a soap re�ll-indicator window and tumbler lock keyed like other Bobrick washroom 
accessories, and shall have concealed stainless steel piano-hinge. Corrosion-resistant valve shall dispense commercially 
marketed all-purpose hand soaps. Soap vessel shall have a capacity of 45-� oz (1.3-L). Manufacturer’s service and parts manual 
shall be provided to the building owner/manager upon request.
Recessed Soap Dispenser shall be Model B-306 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; 
Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; 
Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

Rough Wall Opening
8-3/8" (210mm) wide
4-3/8" (110mm) high

3-7/8" (98mm) minimum
recessed depth

RECESSED
SOAP DISPENSER

WITH SOAP VESSEL

Patented

B-306
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MATERIAL:
Valve � Grey, high-impact-resistant ABS push button and spout. Soap head-holding mushroom valve. Stainless steel spring. U‑packing seal and 
duckbill.

Wall Bracket � Grey, high-impact-resistant ABS. Equipped with a concealed locking device to secure the lid and a removable plastic key to 
disengage locking device.

Container � Black, translucent ABS. Capacity: 40-� oz (1.2-L).

Lid � Grey, high-impact-resistant ABS.

OPERATION:
Corrosion-resistant valve dispenses commercially marketed all-purpose hand soaps. Valve is operable with one hand, without tight grasping, 
pinching, or twisting of the wrist, and with less than 5 pounds of force (22.2 N) to comply with barrier-free accessibility guidelines (including 
ADAAG in U.S.A.). Large-capacity, translucent container provides visible soap level. To �ll container, use the plastic key provided or any small 
pointed object to push in the concealed locking device located at upper left side of wall bracket; lid will automatically pop forward. Lid swings 
up to top �ll only after lock is disengaged. After �lling, swing lid down and push it toward the wall; a click sound con�rms lid is locked. Soap 
container is removable for maintenance or replacement by opening the lid, pushing back on the container stop spring tab and sliding the 
container up off the wall bracket. Replace the lid before mounting the container onto the wall bracket.

INSTALLATION:
Remove plastic key from wall bracket. Provide (3) #10 x 1-1/2" (M5 x 38mm) mounting screws to mount the wall bracket on wall at points 
indicated by an S. For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
screws. For other wall surfaces, provide �ber plugs or expansion shields with screws, or provide 1/8" (3mm) toggle bolts or expansion bolts. 
For mirrors or glass surfaces, use pressure-sensitive tape strips furnished by manufacturer: apply tape to back of wall bracket within outlined 
areas; press wall bracket onto glass surface; then allow the tape to set 24 hours before mounting the container and �lling with soap. Hold lid 
upright in-line with wall bracket and slide its two pivot points into upper left and right slots of wall bracket; a click sound will be heard when lid 
is properly in place. With lid in the upright (open) position, slide container down into the wall bracket�s V-shaped groove. Swing lid down and 
push it toward the wall; a click sound con�rms lid is locked.

Note: Provide 4" (100mm) minimum clearance from lid to underside of any horizontal projection for top �lling and 5" (125mm) minimum 
clearance to the left of unit for disengaging the concealed locking device. Push buttons should be located 44" (1120mm) maximum above the 
�nish �oor.

SPECIFICATION:
Soap dispenser shall have grey, high-impact-resistant ABS wall bracket, lid, push button, and spout. Bracket shall be equipped with a locking device 
to secure lid, container, and a removable plastic key to disengage locking device. Vandal-resistant lid shall pivot up for top �lling only after lock is 
disengaged. Corrosion-resistant valve shall have soap head-holding mushroom valve, stainless steel spring, U-packing seal, and duckbill; and shall 
dispense commercially marketed all purpose hand soaps. Valve shall be operable with one hand and with less than 5 pounds of force (22.2 N) to 
comply with barrier-free accessibility guidelines (including ADAAG in U.S.A.). Container shall be black, translucent ABS with a capacity of 40-� oz 
(1.2-L), be retained to the wall bracket by a sliding latch and a container stop spring tab and shall be removable for maintenance or replacement. 
Manufacturer’s service and parts manual shall be provided to the building owner/manager upon request.

Soap Dispenser shall be Model B-40 of Bobrick Washroom Equipment, Inc., Clifton Park, New York; Jackson,  Tennessee; Los 
Angeles, California; Bobrick Washroom Equipment Company., Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., 
Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

SOAP DISPENSER FOR
LIQUID and lotion
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