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B-264 ClassicSeries® Surface-Mounted Toilet Tissue Dispenser For Single Roll B-264.pdf

1

B-265 ClassicSeries® Surface-Mounted Toilet Tissue Dispenser For Two Rolls B-265.pdf

1

B-272 Surface-Mounted Toilet Tissue Cabinet B-272.pdf

1

B-2730 ClassicSeries® Surface-Mounted Toilet Tissue Dispenser For Single Roll B-2730.pdf

1

B-27313 ClassicSeries® Surface-Mounted Three Roll Toilet Tissue Dispenser B-27313.pdf

1

B-2740 ClassicSeries® Surface-Mounted Toilet Tissue Dispenser For Two Rolls B-2740.pdf

1

B-2746 Surface-Mounted Toilet Tissue Dispenser For Two Rolls B-2746.pdf

1

B-2840 Surface-Mounted Toilet Tissue Dispenser With Shelf B-2840.pdf

1

B-2888 ClassicSeries® Surface-Mounted Multi-Roll Toilet Tissue Dispenser B-2888.pdf

1

B-2890 Single Jumbo-Roll Toilet Tissue Dispenser B-2890.pdf

1

B-2892 ClassicSeries® Surface-Mounted Twin Jumbo-Roll Toilet Tissue Dispenser B-2892.pdf

1

B-3094 ClassicSeries® Recessed Sanitary Napkin Disposal and Toilet Tissue Dispenser B-3094.pdf

1

B-386 Partition-Mounted Multi-Roll Toilet Tissue Dispenser B-386.pdf

1

B-3888 ClassicSeries® Recessed Multi-Roll Toilet Tissue Dispenser B-3888.pdf

1

B-4288 ConturaSeries® Surface-Mounted Multi-Roll Toilet Tissue Dispenser B-4288.pdf

1

B-4388 ConturaSeries® Recessed Multi-Roll Toilet Tissue Dispenser B-4388.pdf

1

B-5288 MatrixSeries™ Surface-Mounted Multi-Roll Toilet Tissue Dispenser B-5288.pdf

1

B-52891 MatrixSeries™ Surface-Mounted Jumbo-Roll Toilet Tissue Dispenser B-52891.pdf

1

B-663 Recessed Toilet Tissue Dispenser With Storage Space For Extra Roll B-663.pdf

1

B-667 Recessed Toilet Tissue Dispensers For Single Roll B-667.pdf

1

B-669 Recessed Toilet Tissue Dispensers With Hood For Single Roll B-669.pdf

1

B-6699 Surface-Mounted Toilet Tissue Dispenser With Hood For Single Roll B-6699.pdf

1

B-685 Surface-Mounted Toilet Tissue Dispenser For Single Roll B-685.pdf

1

B-686 Surface-Mounted Toilet Tissue Dispenser For Two Rolls B-686.pdf

1

B-697 Recessed Toilet Tissue Dispensers For Double Roll B-697.pdf

1



The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet.	 Revised 5/06	 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions.	 © 2006 by Bobrick Washroom Equipment, Inc.

Technical Data 
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Brake Springs (2)

materials:

Heavy-gauge chrome-plated steel with bright polished finish. Mounting bracket is 18-gauge (1.2mm). Equipped with a vandal-
resistant self-locking mechanism and two heavy-duty brake springs.

operation:

Heavy-duty brake springs provide controlled delivery. Toilet tissue roll will not spin freely. Eliminates waste. Accommodates 
one standard-core toilet tissue roll up to 4-1/2" (115mm) diameter. Toilet tissue roll cannot be removed from holder until empty.

	 Instructions for changing toilet tissue roll:
		  1. Remove brown core of depleted toilet tissue roll from dispenser.
		  2. Spread apart arms, releasing center support.
		  3. Place new toilet tissue roll on center support.
		  4. Spread apart arms and push toilet tissue roll with center support back into dispenser.
		  5. Dispenser is loaded.

installation:

Mount unit on wall or toilet partition with two sheet-metal screws, furnished by manufacturer, at points indicated by an S.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws furnished. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, 
or provide 1/8" (3mm) toggle bolts or expansion bolts.

For partitions with particle-board or other solid core, secure with sheet-metal screws, or provide through-bolts, nuts, and 
washers. For hollow-core metal partitions, provide solid backing into which sheet-metal screws can be secured.

specification:

Single-roll toilet tissue dispenser shall be heavy-gauge chrome-plated steel with bright polished finish. Unit shall be equipped 
with a vandal-resistant self-locking mechanism, provide controlled delivery operation, and accommodate one standard-core toi-
let tissue roll up to 4-1/2" (115mm) diameter. Manufacturer’s service and parts manual shall be provided to the building owner/
manager upon request.

Single-Roll Toilet Tissue Dispenser shall be Model B-264 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; Bobrick Washroom Equipment Limited, United 
Kingdom.

single-roll toilet
tissue dispenser with 
controlled delivery

b-264



The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet.	 Revised 6/06	 Printed in U.S.A.
The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions.	 © 2006 by Bobrick Washroom Equipment, Inc.

Technical Data 

9-3/4''
250mm

S

5''
125mm

4-1/4''
110mm

2-3/4''
70mm

S
S S

12-1/4''
310mm

5''
125mm

Brake Springs (4)

materials:
Heavy-gauge chrome-plated steel with bright polished finish. Mounting bracket is 18-gauge (1.2mm). Equipped with vandal-
resistant self-locking mechanisms and four heavy-duty brake springs.

operation:
Heavy-duty brake springs provide controlled delivery. Toilet tissue rolls will not spin freely. Eliminates waste. Accommodates 
two standard-core toilet tissue rolls up to 4-1/2" (115mm) diameter. Toilet tissue rolls cannot be removed from holder until 
empty.
	 Instructions for changing toilet tissue roll:
		  1. Remove brown core of depleted toilet tissue roll from dispenser.
		  2. Spread apart arms, releasing center support.
		  3. Place new toilet tissue roll on center support.
		  4. Spread apart arms and push toilet tissue roll with center support back into dispenser.
		  5. Dispenser is loaded.

installation:
Mount unit on wall or toilet partition with four sheet-metal screws, furnished by manufacturer, at points indicated by an S.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws furnished. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws, 
or provide 1/8" (3mm) toggle bolts or expansion bolts.

For partitions with particle-board or other solid core, secure with sheet-metal screws, or provide through-bolts, nuts, and wash-
ers. For hollow-core metal partitions, provide solid backing into which sheet-metal screws can be secured.

specification:
Double-roll toilet tissue dispenser shall be heavy-gauge chrome-plated steel with bright polished finish. Unit shall be equipped 
with vandal-resistant self-locking mechanisms, provide controlled delivery operation, and accommodate two standard-core toilet 
tissue rolls up to 4-1/2" (115mm) diameter. Manufacturer’s service and parts manual shall be provided to the building owner/
manager upon request.

Double-Roll Toilet Tissue Dispenser shall be Model B-265 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; Bobrick Washroom Equipment Limited, United 
Kingdom.

double-roll toilet
tissue dispenser with 
controlled delivery

b-265
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materials:

Cabinet — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin finish. Equipped with a tumbler lock keyed like other 
Bobrick washroom accessories.

operation:

Unit dispenses either single- or doublefold toilet tissue. Large capacity accommodates 1330 singlefold toilet tissues and can be 
refilled with a full standard pack before dispenser is empty. Slots in cabinet indicate refill time.

installation:

Mount unit on wall or partition with four #8 x 3/4" (4.5 x 19mm) sheet-metal screws (not furnished) at points indicated by an 
S. For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws or provide 
1/8" (3mm) toggle bolts or expansion bolts.

specification:

Surface-mounted toilet tissue cabinet shall be type-304 stainless steel with satin finish. Unit shall dispense either single- or 
doublefold toilet tissue and be equipped with a tumbler lock keyed like other Bobrick washroom accessories. Manufacturer’s 
service and parts manual shall be provided to the building owner/manager upon request.

Surface-Mounted Toilet Tissue Cabinet shall be Model B-272 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

surface-mounted 
toilet tissue

cabinet
B-272
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materials:

Bracket — Heavy-duty cast aluminum with satin finish.

Spindle — Molded high-impact ABS. Equipped with retractable pin and concealed locking mechanism.

operation:

Accommodates one standard-core toilet tissue roll up to 6" (152mm) diameter (2000 sheets). Spindle can only be removed with 
special key furnished. Theft-resistant.

installation:

For partitions with particle-board or other solid core, provide sheet-metal screws or through-bolts, nuts, and washers.
For hollow-core metal partitions, provide solid backing into which sheet-metal screws can be secured. If two units are installed 
back-to-back, then provide threaded sleeves and machine screws for the full thickness of partition.
For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws.
For other wall surfaces, provide sheet‑metal screws and fiber plugs or expansion shields, or provide 1/8" (3mm) toggle bolts or 
expansion bolts.

specification:

Single-roll toilet tissue dispenser shall have a heavy-duty cast-aluminum bracket with satin finish. Theft-resistant spindle shall 
be molded high-impact ABS with a retractable pin and concealed locking mechanism. Unit shall accommodate one standard-
core toilet tissue roll up to 6" (152mm) diameter (2000 sheets). Manufacturer’s service and parts manual shall be provided to 
the building owner/manager upon request.

Single-Roll Toilet Tissue Dispenser shall be Model B-2730 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

single-roll
toilet tissue dispenser b-2730
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materials:

Cabinet — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel.  All welded construction.  Exposed surfaces have satin finish.

Lid — 18-8 S, type-304, 22-gauge (0.8mm) stainless steel.  Exposed surfaces have satin finish.  Lid secured to cabinet with 
hinge and equipped with a tumbler lock keyed like other Bobrick washroom accessories.

operation:

Unit holds 3 standard-core toilet tissue rolls up to 4-1/2" (120mm) maximum diameter.  Tissue rolls are loaded into the cabinet 
through the top.  Extra roll shall be manually dropped in place when bottom roll is depleted.

installation:

Mount unit on partition with three #10 x 5/8" (M4.8x 16mm) sheet-metal screws (not furnished) at points indicated by an S. For 
plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with sheet-
metal screws. For other wall surfaces, provide fiber plugs or expansion shields for use with sheet-metal screws or provide 3/16" 
(5mm) toggle bolts or expansion bolts.

specification:

Surface-mounted three roll toilet tissue dispenser shall be type-304 stainless steel all-welded construction; exposed surfaces 
shall have satin finish.  Lid shall be secured to cabinet with a hinge and equipped with a tumbler lock keyed like other Bobrick 
washroom accessories. Unit shall dispense three standerd-core toilet tissue rolls up to 4-1/2" (125mm).  Extra roll shall be 
manually dropped in place when bottom roll is depleted.

Surface-Mounted Three Roll Toilet Tissue Dispenser shall be Model B-27313 of Bobrick Washroom Equipment, 
Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment 
Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom 
Equipment Limited, United Kingdom.

Surface-Mounted 
Three Roll Toilet 
Tissue Dispenser

B-27313
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MATERIALS:

Bracket � Heavy-duty cast aluminum with satin �nish.

Spindles (2) � Molded high-impact ABS. Equipped with retractable pin and concealed locking mechanism. 

OPERATION:

Accommodates two standard-core toilet tissue rolls up to 6" (152mm) diameter (2000 sheets). Spindles can only be removed 
with special key furnished. Theft-resistant.

INSTALLATION:

For partitions with particle-board or other solid core, provide sheet-metal screws or through-bolts, nuts, and washers.

For hollow-core metal partitions, provide solid backing into which sheet-metal screws can be secured. If two units are installed 
back-to-back, then provide threaded sleeves and machine screws for the full thickness of partition.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws.

For other wall surfaces, provide sheet‑metal screws and �ber plugs or expansion shields, or provide 1/8" (3mm) toggle bolts or 
expansion bolts.

SPECIFICATION: 

Double-roll toilet tissue dispenser shall have a heavy-duty cast-aluminum bracket with satin �nish.  Theft-resistant spindles shall 
be molded high-impact ABS with retractable pins and concealed locking mechanisms. Unit shall accommodate two standard-
core toilet tissue rolls up to 6" (152mm) diameter (2000 sheets). Manufacturer�s service and parts manual shall be provided to 
the building owner/manager upon request.

Double-Roll Toilet Tissue Dispenser shall be Model B-2740 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom. 

DOUBLE-ROLL
TOILET TISSUE DISPENSER B-2740
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MATERIALS:
Mounting Bracket � Heavy-duty cast aluminum with satin �nish. Equipped with a tumbler lock keyed like other Bobrick 
washroom accessories.

Spindles (2) � Molded high-impact ABS.

OPERATION:
Controlled delivery of toilet tissue rolls; spindles revolve 3/4 revolution on each dispensing operation. Counterbalanced 
spindles automatically return to original position. Eliminates waste. Accommodates two standard-core toilet tissue rolls up to 6" 
(150mm) diameter (2000 sheets). Tumbler lock secures spindles in place; spindles can only be removed after unlocking with 
key furnished�vandal-resistant.

INSTALLATION:
For partitions with particle-board or other solid core, provide sheet-metal screws or through-bolts, nuts, and washers.

For hollow-core metal partitions, provide solid backing into which sheet-metal screws can be secured. If two units are installed 
back-to-back, then provide threaded sleeves and machine screws for the full thickness of partition.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws.

For other wall surfaces, provide sheet‑metal screws and �ber plugs or expansion shields, or provide 1/8" (3mm) toggle bolts or 
expansion bolts.

SPECIFICATION:
Double-roll toilet tissue dispenser shall have a heavy-duty cast-aluminum mounting bracket with satin �nish. Bracket shall be 
equipped with a tumbler lock keyed like other Bobrick washroom accessories to secure spindles in place. Spindles shall be 
molded high-impact ABS. Unit shall accommodate two standard-core toilet tissue rolls up to 6" (150mm) diameter (2000 sheets) 
and provide controlled delivery operation. Manufacturer�s service and parts manual shall be provided to the building owner/
manager upon request.

Double-Roll Toilet Tissue Dispenser shall be Model B-2746 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United 
Kingdom.

DOUBLE-ROLL TOILET 
TISSUE DISPENSER WITH
CONTROLLED DELIVERY

B-2746

Patented
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SURFACE-MOUNTED
TOILET TISSUE DISPENSER

AND UTILITY SHELF

MATERIALS:

Shelf � 18-8 S, type-304, 20-gauge (1.0mm) stainless steel with satin �nish. 1/2" (13mm) return edges for maximum rigidity. Front 
edge is hemmed for safety.

Mounting Brackets � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel with satin �nish. Welded to shelf.

Toilet Tissue Dispensers (2) � Support brackets are 18-8 S, type-304, 18-gauge (1.2mm) stainless steel with satin �nish. Equipped 
with two chrome-plated plastic spindles, each with a heavy-duty internal spring.

OPERATION:

Close clearance of support brackets deters removal of toilet tissue rolls until they are depleted. Unit holds two standard-core toilet 
tissue rolls up to 5-1/2" (140mm) diameter (1800 sheets).
Designer’s Note: It is recommended that one full toilet tissue roll remain wrapped or taped until the other roll has been depleted to avoid 
wasting the ends of both rolls.

INSTALLATION:

Mount unit on wall or partition with four #7 x 1-1/2" (3.8 x 38mm) sheet-metal screws (not furnished) at points indicated by an S.
For partitions with particle-board or other solid core, provide sheet-metal screws or through-bolts, nuts, and washers.
For hollow-core metal partitions, provide solid backing into which sheet-metal screws can be secured. If two units are installed back-to-
back, then provide threaded sleeves and machine screws for the full thickness of partition.
For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with #7 x 1‑1/2" 
(3.8 x 38mm) or longer sheet-metal screws.
For other wall surfaces, provide #7 x 1-1/2" (3.8 x 38mm) sheet-metal screws and �ber plugs or expansion shields, or provide 1/8" 
(3mm) toggle bolts or expansion bolts.

SPECIFICATION:

Surface-mounted toilet tissue dispenser and utility shelf shall be type-304 stainless steel with satin �nish. Shelf shall have 1/2" (13mm) 
return edges with front edge hemmed for safe handling. *Spindles shall be chrome-plated plastic with heavy-duty internal spring and 
shall hold standard-core toilet tissue rolls up to 5‑1/2" (140mm) diameter (1800 sheets). Manufacturer�s service and parts manual shall 
be provided to the building owner/manager upon request.

*Theft-resistant spindle (part No. 283-604) available as a replacement part.

Surface-Mounted Toilet Tissue Dispenser And Utility Shelf shall be Model B-2840 of Bobrick Washroom Equipment, 
Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, 
United Kingdom.

B-2840
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MATERIALS:
Cabinet � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin �nish.

Door � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with 18-gauge (1.2mm) stainless steel door frame. Exposed surfaces have 
satin �nish. Front of door is drawn, one-piece, seamless construction. Secured to cabinet with two rivets. Equipped with a tumbler lock 
keyed like other Bobrick washroom accessories. 

Dispensing Mechanism, Inner Housing and Cam � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel.

Spindles (2) � Heavy-duty, one-piece, molded ABS. Theft-resistant. Retained in dispensing mechanism when door is locked.

OPeratioN:
Unit holds two standard-core toilet tissue rolls up to 5-1/4" (133mm) diameter (1800 sheets). Tissue rolls are loaded and locked into 
dispensing mechanism. Extra roll automatically drops in place when bottom roll is depleted. Depleted rolls can only be removed after 
unlocking door. 

INstallatioN:
For partitions with particleboard or other solid core, secure with four #10 x 5/8" (4.8 x 16mm) sheet-metal screws (not furnished) at 
points indicated by an S, or provide through-bolts, nuts, and washers.
For hollow-core metal partitions, provide solid backing into which sheet-metal screws can be secured. If two units are installed back-to-
back, then provide threaded sleeves and machine screws for the full thickness of partition.
For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with sheet-metal 
screws.
For other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws or provide 3/16" (5mm) toggle bolts 
or expansion bolts.

sPeCiFiCatioN:
Surface-mounted multi-roll toilet tissue dispenser shall be type-304 stainless steel with all-welded construction, including dispensing 
mechanism, inner housing and cam;  exposed surfaces shall have satin �nish. Front of toilet tissue dispenser door shall be drawn, 
one-piece, seamless construction. Door shall be secured to cabinet with two rivets and equipped with a tumbler lock keyed like other 
Bobrick washroom accessories. Unit shall dispense two standard-core toilet tissue rolls up to 5-1/4" (133mm) diameter (1800 sheets). 
Extra roll shall automatically drop in place when bottom roll is depleted. Unit shall be equipped with two theft-resistant, heavy-duty, 
one‑piece, molded ABS spindles. Manufacturer’s service and parts manual shall be provided to the building owner/manager upon 
request.

Surface-Mounted Multi-Roll Toilet Tissue Dispenser shall be Model B-2888 of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, 
United Kingdom.

sUrFaCe-moUNteD
mUlti-roll toilet
tissUe DisPeNser

Patented

B-2888
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SURFACE-MOUNTED
SINGLE JUMBO-ROLL

TOILET TISSUE DISPENSER

MATERIAL:
Mounting Plate � 16-gauge (1.6mm) steel with powder-coated �nish.

Door � Type-430, 22-gauge (0.8mm) stainless steel with satin-�nish. Slot reveals toilet tissue supply inside cabinet. Equipped with a 
lock not keyed like other Bobrick Washroom Equipment accessories. 

Spindle � Removable plastic spindle adapter converts to smaller spindle. Fixed inner spindle, 20 gauge (0.9mm) steel with powder 
coated �nish.

OPERATION:
Door unlocks with key provided and swings down for loading dispenser. Spindle adapter accommodates one toilet tissue roll up to 10" 
(255mm) diameter with 3" (75mm) core, or remove the plastic spindle adapter to accommodate a 1-5/8" (40mm) diameter core roll. 
Rubber o-rings (2) (furnished by manufacturer) may be added to the steel inner spindle to accommodate a 2-1/8" (55mm) diameter 
core roll. Wide viewing slot in door reveals the amount of toilet tissue on roll. Unit is designed for quick reloading.

INSTALLATION:
Mount unit on wall or toilet partition with �ve sheet-metal screws (not furnished) at points indicated by an S. Rear edge of unit should 
be 20" (510mm) from back wall. This locates toilet tissue within 12" (305mm) of front of standard toilet that projects 30" (305mm) from 
back wall.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure with sheet-metal 
screws (not furnished). For other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws (not 
furnished), or provide 6mm (1/4") toggle bolts or expansion bolts. 

For partitions with particle-board or other solid core, secure with sheet-metal screws (not furnished), or provide through-bolts, nuts, 
and washers. For hollow-core metal partitions, provide solid backing into which the sheet-metal screws can be secured. If two units are 
installed back-to-back, then provide threaded sleeves and machine screws for the full thickness of partition.

SPECIFICATION:
Single jumbo-roll toilet tissue dispenser door shall be 22-gauge (0.8mm) stainless steel with satin-�nish. Door shall be equipped with 
a lock not keyed like other Bobrick washroom accessories. Door shall have a slot to reveal toilet tissue supply inside cabinet. Spindle 
adapter shall accommodate one toilet tissue roll up to 10" (255mm) diameter with 3" (75mm) core. Spindle shall be convertible in the 
�eld to dispense a 1-5/8" (40mm) diameter core roll by removing plastic spindle adapter. Spindle shall be convertible in the �eld to 
dispense a 2-1/8" (55mm) diameter core roll by adding rubber o-rings (2) furnished. Manufacturer’s service and parts manual shall be 
provided to the building owner/manager upon request.

Single Jumbo-Roll Toilet Tissue Dispenser shall be Model B-2890 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; 
Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

B-2890
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Technical Data 

SURFACE-MOUNTED
TWIN JUMBO-ROLL

TOILET TISSUE DISPENSER

MATERIAL:
Cabinet � 18-8 S, type-304, 20-gauge (1.0mm) stainless steel with satin-�nish. Equipped with a tumbler lock keyed like other 
Bobrick washroom accessories.

Door � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel with satin-�nish. Drawn, one-piece, seamless construction. Wide 
viewing slot reveals toilet tissue supply inside cabinet.

Dispensing Mechanism � High-impact ABS. 

OPERATION:
Door unlocks with key provided and swings down for loading dispenser. Spindles accommodate two toilet tissue rolls up to 10" 
(255mm) diameter with 3" (75mm) diameter core, or remove outer spindle (which is held in place with 3 snaps) from the inner 
spindles to accommodate 2-1/4" (55mm) diameter core rolls. Unique sliding access panel exposes one roll at a time for patron 
use, assuring uninterrupted, complete no-waste use of �rst roll before starting the reserve roll; allows easy roll change-over. 
When �rst roll is depleted, move the lever at the bottom of dispenser to the left until sliding access panel locks in position and 
exposes roll on right. When door is opened for reloading, the sliding access panel automatically releases and returns to the 
original position on the right. Move the remaining roll to the �rst position on left and install a new roll on the right spindle. 
Wide viewing slot in door reveals the amount of toilet tissue on both rolls. Unit is designed for quick reloading.

Patented

B-2892
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The manufacturer reserves the right to, and does from time to time, make changes and improvements in designs and dimensions.	 © 2008 by Bobrick Washroom Equipment, Inc.

INSTALLATION:
Mount unit on wall or toilet partition with four sheet-metal screws, furnished by manufacturer, at points indicated by an S. Rear 
edge of unit should be 20" (510mm) from back wall. This locates toilet tissue within 12" (305mm) of front of standard toilet that 
projects 30" (760mm) from back wall.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with 
sheet-metal screws furnished. For other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws 
furnished, or provide 1/4" (6mm) toggle bolts or expansion bolts. 

For partitions with particle-board or other solid core, secure with sheet-metal screws or provide through-bolts, nuts, and 
washers. For hollow-core metal partitions, provide solid backing into which sheet-metal screws can be secured. If two units are 
installed back-to-back, then provide threaded sleeves and machine screws for the full thickness of partition. 

SPECIFICATION:
Jumbo-roll toilet tissue dispenser door and cabinet shall be type-304 stainless steel with satin-�nish: door shall be 18 gauge 
(1.2mm); cabinet shall be 20 gauge (1.0mm). Cabinet shall be equipped with a tumbler lock keyed like other Bobrick washroom 
accessories. Door shall have a wide viewing slot to reveal toilet tissue supply inside cabinet. Dispensing mechanism shall be 
constructed of high-impact ABS shall accommodate two toilet tissue rolls up to 10" (255mm) diameter with 3" (75mm) diameter 
core; and be equipped with a sliding access panel that exposes one roll at a time. Spindles shall be convertible in the �eld to 
dispense 2-1/4" (55mm) diameter core rolls by removing outer spindles furnished in-place. Manufacturer�s service and parts 
manual shall be provided to the building owner/manager upon request.

Surface-Mounted Twin Jumbo-Roll Toilet Tissue Dispenser shall be Model B-2892 of Bobrick Washroom 
Equipment, Inc., Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom 
Equipment Company, Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick 
Washroom Equipment Limited, United Kingdom.
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MATERIALS:
Cabinet � 18-8 S, type-304, heavy-gauge stainless steel. All-welded construction.
Flange � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin �nish. Drawn and beveled, one-piece, seamless construction.
Disposal Panel � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin �nish. Self-closing panel is secured to cabinet with a spring-
loaded, full-length stainless steel piano-hinge and equipped with an international graphic symbol identifying napkin disposal.
Waste Receptacle � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin �nish. Equipped with a tumbler lock keyed like other 
Bobrick washroom accessories. Capacity: 3/4-gal. (2.8-L).
Toilet Tissue Dispensers (2) � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin �nish. Equipped with two chrome-plated plastic 
spindles, each with a heavy-duty internal spring.
Designer’s Note: Model B-3094.60 is equipped with two theft-resistant toilet tissue spindles, which require special key for removal.

OPERATION:
Unit holds two standard-core toilet tissue rolls up to 5-1/4’’ (135mm) diameter (1800 sheets). Receptacle unlocks with key provided and slides 
out for servicing.
Designer’s Note: It is recommended that one full toilet tissue roll remain wrapped until the other roll has been depleted to avoid wasting ends of 
both rolls. Disposable paper liners for the receptacle are available as an optional accessory: order Bobrick Part No. 3094-12.

INSTALLATION: 
Provide framed rough wall opening 15-5/8’’ wide x 11-1/4’’ high (395 x 285mm). Minimum recessed depth required from �nish face of wall is 
4-1/16’’ (105mm). Allow clearance for construction features that may protrude into rough wall opening from opposite wall. Coordinate with 
mechanical engineer to avoid pipes, vents, and conduits. Mount cabinet with shims between framing and cabinet at all points indicated by an S, 
then secure unit with sheet-metal screws furnished by manufacturer.

SpeCiFiCation:
Recessed sanitary napkin disposal and toilet tissue dispenser shall be type-304 stainless steel with all-welded construction; exposed surfaces 
shall have satin �nish. Flange shall be drawn and beveled, one-piece, seamless construction. Self-closing disposal panel shall be secured to 
cabinet with a spring-loaded, full-length stainless steel piano-hinge and equipped with an international graphic symbol identifying napkin 
disposal. Removable waste receptacle shall be equipped with a tumbler lock keyed like other Bobrick washroom accessories and shall have a 
minimum capacity of 3/4-gal. (2.8-L). Unit shall be equipped with two chrome-plated plastic toilet tissue spindles that hold standard-core rolls 
up to 5-1/4’’ (135mm) diameter (1800 sheets). Manufacturer’s service and parts manual shall be provided to the building owner/manager upon 
request.
To specify theft-resistant spindles as an optional accessory, add to speci�cation: Theft-resistant toilet tissue spindles shall be removable only with 
special key provided.
Recessed Sanitary Napkin Disposal And Toilet Tissue Dispenser shall be Model B-3094 of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, 
Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

Rough Wall Opening
15-5/8’’ (395mm) wide
11-1/4’’ (285mm) high

4-1/16’’ (105mm) minimum
recessed depth

ClassicSeries™
reCesseD

sanitarY napKin Disposal
anD toilet tissUe Dispenser

B-3094
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Rough Wall Opening
6-1/4" (160mm) wide
11-1/4" (290mm) high

3-1/4" (83mm) minimum
recessed depth

MATERIALS:
Cabinet � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin �nish.

Flange � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin �nish. Drawn, one-piece, seamless construction.

Door � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with 18-gauge (1.2mm) stainless steel door frame. Exposed surfaces have 
satin �nish. Front of door is drawn, one-piece, seamless construction. Secured to cabinet with two rivets. Equipped with a tumbler lock 
keyed like other Bobrick washroom accessories.

Dispensing Mechanism, Inner Housing and Cam � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel.

Spindles (2) � Heavy-duty, one-piece, molded ABS. Theft-resistant. Retained in dispensing mechanism when door is locked.

OPeratioN:
Unit holds two standard-core toilet tissue rolls up to 5-1/4" (133mm) diameter (1800 sheets). Tissue rolls are loaded and locked into 
dispensing mechanism. Extra roll automatically drops in place when bottom roll is depleted. Depleted rolls can only be removed after 
unlocking door. 

INstallatioN:
Provide framed rough wall opening 6-1/4" wide x 11-1/4" high (160 x 290mm). Minimum recessed depth required to �nish face of 
wall is 3-1/4" (83mm). Allow clearance for construction features that may protrude into opening from opposite wall. Coordinate with 
mechanical engineer to avoid pipes, vents, and conduits. Mount unit with shims between framing and cabinet at all points indicated by 
an S, then secure unit with sheet-metal screws (not furnished). 

sPeCiFiCatioN:
Recessed multi-roll toilet tissue dispenser shall be type-304 stainless steel with all-welded construction, including dispensing 
mechanism, inner housing and cam; exposed surfaces shall have satin �nish. Front of toilet tissue dispenser door shall be drawn, 
one-piece, seamless construction. Door shall be secured to cabinet with two rivets and equipped with a tumbler lock keyed like other 
Bobrick washroom accessories. Flange shall be drawn, one-piece, seamless construction. Unit shall dispense two standard-core toilet 
tissue rolls up to 5-1/4" (135mm) diameter (1800 sheets). Extra roll shall automatically drop in place when bottom roll is depleted. Unit 
shall be equipped with two theft-resistant, heavy-duty, one-piece, molded ABS spindles. Manufacturer�s service and parts manual shall 
be provided to the building owner/manager upon request.

Recessed Multi-Roll Toilet Tissue Dispenser shall be Model B-3888 of Bobrick Washroom Equipment, Inc., Clifton Park, 
New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; 
Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.
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MATERIALS:
Cabinet � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin �nish. Radius on 
top corners of cabinet match corners and edges of door.

Door � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with 18-gauge (1.2mm) stainless steel door frame. Exposed surfaces have 
satin �nish. Front of door is drawn, one-piece, seamless construction and has same degree of arc as other Bobrick ConturaSeries 
washroom accessories. Radius on corners and edges of door match top corners of cabinet and other ConturaSeries accessories. 
Secured to cabinet with two rivets. Equipped with a �ush tumbler lock keyed like other Bobrick washroom accessories. 

Dispensing Mechanism, Inner Housing and Cam � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel.

Spindles (2) � Heavy-duty, one-piece, molded ABS. Theft-resistant. Retained in dispensing mechanism when door is locked.

OPeratioN:
Unit holds two standard-core toilet tissue rolls up to 5-1/4" (133mm) diameter (1800 sheets). Tissue rolls are loaded and locked into 
dispensing mechanism. Extra roll automatically drops in place when bottom roll is depleted. Depleted rolls can only be removed after 
unlocking door. 

INstallatioN:
For partitions with particleboard or other solid core, secure with four #10 x 5/8" (4.8 x 16mm) sheet-metal screws (not furnished) at 
points indicated by an S, or provide through-bolts, nuts, and washers.

For hollow-core metal partitions, provide solid backing into which the sheet-metal screws can be secured. If two units are installed 
back-to-back, then provide threaded sleeves and machine screws for the full thickness of partition.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with sheet-metal 
screws.

For other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws, or provide 3/16" (5mm) toggle bolts 
or expansion bolts.

sPeCiFiCatioN:
Surface-mounted multi-roll toilet tissue dispenser shall be type-304 stainless steel with all-welded construction, including dispensing 
mechanism, inner housing and cam; exposed surfaces shall have satin �nish. Front of toilet tissue dispenser door shall be drawn, one-
piece, seamless construction and shall have same degree of arc and match other Bobrick ConturaSeriesfi accessories in the washroom. 
Radius on corners and edges of door and cabinet shall complement other Bobrick ConturaSeriesfi washroom accessories. Door shall 
be secured to cabinet with two rivets and equipped with a �ush tumbler lock keyed like other Bobrick washroom accessories. Unit 
shall dispense two standard-core toilet tissue rolls up to 5-1/4" (133mm) diameter (1800 sheets). Extra roll shall automatically drop 
in place when bottom roll is depleted. Unit shall be equipped with two theft-resistant, heavy-duty, one-piece, molded ABS spindles. 
Manufacturer’s service and parts manual shall be provided to the building owner/manager upon request.

Surface-Mounted Multi-Roll Toilet Tissue Dispenser shall be Model B-4288 of Bobrick Washroom Equipment, Inc., 
Clifton Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, 
Scarborough, Ontario; Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, 
United Kingdom.
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MATERIALS:
Cabinet � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel. All-welded construction. Exposed surfaces have satin �nish.
Flange � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with satin �nish. Drawn, one-piece, seamless construction. Radius on corners and 
return edges complement corners and edges of door.
Door � 18-8 S, type-304, 22-gauge (0.8mm) stainless steel with 18-gauge (1.2mm) stainless steel door frame. Exposed surfaces have satin 
�nish. Front of door is drawn, one-piece, seamless construction and has same degree of arc as other Bobrick ConturaSeries washroom 
accessories. Radius on corners and edges of door complement other ConturaSeries accessories. Secured to cabinet with two rivets. Equipped 
with a �ush tumbler lock keyed like other Bobrick washroom accessories.
Dispensing Mechanism, Inner Housing, and Cam � 18-8 S, type-304, 18-gauge (1.2mm) stainless steel.
Spindles (2) � Heavy-duty, one-piece, molded ABS. Theft-resistant. Retained in dispensing mechanism when door is locked.

OPeratioN:

Unit holds two standard-core toilet tissue rolls up to 5-1/4" (135mm) diameter (1800 sheets). Tissue rolls are loaded and locked into dispensing 
mechanism. Extra roll automatically drops in place when bottom roll is depleted. Depleted rolls can only be removed after unlocking door.

INstallatioN:

Provide framed rough wall opening 6-1/4" wide x 11-1/4" high (160 x 290mm). Minimum recessed depth required to �nish face of wall is 3‑1/4" 
(83mm). Allow clearance for construction features that may protrude into opening from opposite wall. Coordinate with mechanical engineer to 
avoid pipes, vents, and conduits. Mount unit in wall opening with shims between framing and cabinet at all points indicated by an S, then secure 
unit with four #10 x 5/8" (4.8 x 16mm) sheet-metal screws (not furnished).

sPeCiFiCatioN:

Recessed multi-roll toilet tissue dispenser shall be type-304 stainless steel with all-welded construction, including dispensing mechanism, 
inner housing and cam; exposed surfaces shall have satin �nish. Front of toilet tissue dispenser door shall be drawn, one-piece, seamless 
construction and shall have same degree of arc and match other Bobrick ConturaSeriesfi accessories in the washroom. Radius on corners 
and edges of �ange and door shall complement other Bobrick ConturaSeriesfi washroom accessories. Door shall be secured to cabinet 
with two rivets and equipped with a �ush tumbler lock keyed like other Bobrick washroom accessories. Flange shall be drawn, one-piece, 
seamless construction. Unit shall dispense two standard-core toilet tissue rolls up to 5-1/4" (135mm) diameter (1800 sheets). Extra roll shall 
automatically drop in place when bottom roll is depleted. Unit shall be equipped with two theft-resistant, heavy-duty, one-piece, molded ABS 
spindles. Manufacturer’s service and parts manual shall be provided to the building owner/manager upon request.

Recessed Multi-Roll Toilet Tissue Dispenser shall be Model B-4388 of Bobrick Washroom Equipment, Inc., Clifton Park, New 
York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment Company, Scarborough, Ontario; Bobrick 
Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.

Rough Wall Opening
6-1/4" (160mm) wide
11-1/4" (290mm) high

3-1/4" (83mm) minimum
recessed depth
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MATERIALS:

Mounting Plate � Durable, high-impact grey ABS. Equipped with a concealed locking device to secure door; keyed like other Bobrick 
washroom accessories.

Door � Durable, high-impact grey ABS with high-gloss �nish on exposed surfaces. Front of door has same degree of arc as other 
MatrixSeries washroom accessories. Radius on corners, edges and top complement other MatrixSeries washroom accessories. Secured to 
mounting plate with two keyed pivots. 

Dual Toilet Tissue Spindle � Durable, high-impact grey ABS. Retained in door when unit is locked.

OPeratioN:

Unit holds two standard-core toilet tissue rolls up to 5-3/4" (145mm) diameter (2000 sheets). Toilet tissue rolls are loaded and locked into 
door. Extra roll is manually lowered into place when bottom roll is depleted. Depleted rolls can only be removed after unlocking door with key 
provided. Retro�t Tumbler Lock Kit is available as an optional accessory: order Bobrick Part No. 5288-10.

INstallatioN:

For partitions with particle board or other solid core, secure with four sheet-metal screws (not furnished), or provide through-bolts, nuts, and 
washers.

For hollow-core metal partitions, provide solid backing into which sheet-metal screws (not furnished) can be secured. If two units are installed 
back-to-back, then provide threaded sleeves and machine screws for the full thickness of partition.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure unit with sheet-metal screws 
(not furnished).

For other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws (not furnished), or provide 3/16" (4.8mm) 
toggle bolts or expansion bolts.

sPeCiFiCatioN:

Surface-mounted multi-roll toilet tissue dispenser shall be durable, high-impact grey ABS with high-gloss �nish on exposed surfaces. Front of 
door shall have same degree of arc and match other Bobrick MatrixSeries� accessories in the washroom. Radius on corners, edges, and top of 
door shall complement other Bobrick MatrixSeries� s washroom accessories. Door shall be secured to mounting plate with two keyed pivots 
and a concealed locking device keyed like other Bobrick washroom accessories. Unit shall be equipped with a one-piece, dual toilet tissue 
spindle. Unit shall dispense two standard-core toilet tissue rolls up to 5-3/4" (145mm) diameter (2000 sheets). Extra roll shall be manually 
lowered into place when bottom roll is depleted. Replacement part numbers shall be molded into unit. Manufacturer’s service and parts manual 
shall be provided to the building owner/manager upon request.

Surface-Mounted Multi-Roll Toilet Tissue Dispenser shall be Model B-5288 of Bobrick Washroom Equipment, Inc., Clifton 
Park, New York; Jackson, Tennessee; Los Angeles, California; Bobrick Washroom Equipment  Company, Scarborough, Ontario; 
Bobrick Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.
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MatrixSeries™
JUMBO-ROLL

TOILET TISSUE DISPENSER

MATERIAL:
Backplate � Durable, high-impact grey ABS. Equipped with a concealed locking device to secure door; keyed like other Bobrick 
washroom accessories.

Door � Durable, high-impact grey ABS with high-gloss �nish on exposed surfaces. Front of door has same degree of arc as other 
MatrixSeries washroom accessories. Radius on corners, edges and top complement other MatrixSeries washroom accessories. 
Secured to backplate with two vandal-resistant screws at pivot point. 

Spindles (2) � Removable outer spindle: durable, high-impact grey ABS; snaps into backplate. Fixed inner spindle: durable, high-
impact grey ABS; molded as part of the backplate.

OPERATION:
Door unlocks with key provided and swings down for loading dispenser. Spindle accommodates one toilet tissue roll up to 10" (255mm) 
diameter with 3" (75mm) diameter core, or remove the outer spindle (which is held in place with 3 snaps) from the inner spindle to 
accommodate a 2-1/4" (55mm) diameter core roll. Slot in door indicates re�ll time. Unit is designed for quick reloading.

INSTALLATION:
Mount unit on wall or toilet partition with �ve sheet-metal screws (not furnished) at points indicated by an S. Rear edge of unit should 
be 20" (510mm) from back wall. This locates toilet tissue within 12" (305mm) of front of standard toilet that projects 30" (760mm) from 
back wall.

For plaster or dry wall construction, provide concealed backing to comply with local building codes, then secure with sheet-metal 
screws. For other wall surfaces, provide �ber plugs or expansion shields for use with sheet-metal screws, or provide 1/4" (6mm) toggle 
bolts or expansion bolts. 

For partitions with particle-board or other solid core, secure with sheet-metal screws, or provide through-bolts, nuts, and washers. For 
hollow-core metal partitions, provide solid backing into which the sheet-metal screws can be secured.

SPECIFICATION:
Jumbo-roll toilet tissue dispenser shall be durable, high-impact grey ABS with high gloss �nish on exposed surfaces. Front of door 
shall have same degree of arc and match other Bobrick MatrixSeries� accessories in the washroom. Radius of corners, edges, and top 
of door shall complement other Bobrick MatrixSeries� washroom accessories. Door shall be secured to backplate with two vandal-
resistant screws at pivot points and a concealed locking device keyed like other Bobrick washroom accessories. Door shall have a slot 
to reveal toilet tissue supply inside cabinet. Plastic spindle shall accommodate one toilet tissue roll up to 10" (255mm) diameter with 
3" (75mm) diameter core. Spindle shall be convertible in the �eld to dispense a 2-1/4" (55mm) diameter core roll by removing outer 
spindle furnished in-place. Manufacturer�s service and parts manual shall be provided to the building owner/manager upon request.

Jumbo-Roll Toilet Tissue Dispenser shall be Model B-52891 of Bobrick Washroom Equipment, Inc., Clifton Park, New York;  
Jackson, Tennesse;  Los Angeles, California;  Bobrick Washroom Equipment Company, Scarborough, Ontario;  Bobrick 
Washroom Equipment Pty. Ltd., Australia; and Bobrick Washroom Equipment Limited, United Kingdom.
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